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Addendum 
PROJECT: PELLICANO DRIVE WIDENING/ BUILD IMPROVEMENTS ADDENDUM NO: 2 

 CSJ # 0924-06-534 

FEDERAL PROJECT NO: CBI 2020 (432) DATE:  10/21/19 

To: General Contractors on Bidder’s List 
From: Camino Real Regional Mobility Authority 
Distribution: General Contractors 

This Addendum shall be considered as part of the Contract Documents for the above mentioned project 
as though it had been issued at the same time and incorporated therewith.  Where provisions of the 
following supplementary data differ from those of the original Contract Documents, this Addendum 
shall govern and take precedence.  Work not specifically deleted, modified, changed or altered by this 
Addendum shall remain in effect as a part of the Contract Documents. 

Bidders are hereby notified that they shall make any necessary adjustment(s) in their estimates based 
on this Addendum. It will be construed that each bidder’s proposal is submitted with full knowledge of 
all modifications and supplemental data specified herein. 

NEW BID DATE: November 5, 2019 at 2:00 PM (MST) 

CHANGES TO THE PROCUREMENT SCHEDULE – CONTRACT PROPOSAL: 

ITEM A2.1 SHEETS 4, 5, 6 and 8: REPLACE with the REVISED Sheets 4-A2, 5-A2, 6-A2 and 
8-A2 (Attached). 

• Added Questions Clarifications for Addendums 1 & 2 Only due : October 24, 2019
at 5:00 PM (MST). 

• Added Answers for Addendums Issued: October 28, 2019.
• New Bid Date: November 5, 2019 at 2:00 PM (MST).
• New Contract Awarded: November/December, 2019.

CHANGES TO THE CONTRACT SPECIFICATIONS: 

ITEM A2.2 SHEET 34: REPLACE with Sheet 34-A2 (Attached). 

ITEM A2.3 ADD EPW Details Sheets EPW1-A2 to EPW37-A2 to Special Specification Section 
7016 Water and Sanitary Sewer Systems (Attached). 
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CHANGES TO THE CONTRACT PROPOSAL: 
 
ITEM A2.4 SHEET 24-40: REPLACE with Sheets 24-A2 to 40-A2 (Unit Price Schedule Bid 

Tabs) (Attached). 
 
ITEM A2.5 SHEET 52: ADD the following notes to the General Requirements of the General 

Notes: 
  

1. As-built (Record) drawings will be subsidiary to the project and will be required as 
follows before final acceptance of the project: 
i. Roadway Portion – 4 Sets of 11”x17” and 2 electronic copies in .PDF format 

submitted on 2 CD’s 
ii. EPW Portion - 4 Sets of 11”x17” and 2 electronic copies in .PDF and AutoCAD 

format submitted on 2 CD’s 
 

2. It is the contractor’s responsibility to pothole existing utilities to verify actual 
locations in advance to minimize any delays. No additional costs or delays will be 
incurred due to any utility conflicts/adjustments. 

 
ITEM A2.6 SHEET 52: ADD the following note to the General Requirements of the General 

Notes: 
  

“The Warranty Period for the project will be for one (1) year after final acceptance of 
the overall project”. 
 

ITEM A2.7 SHEET 59: ADD the following note to Item 170 of the General Notes: 
  

“Power, water consumed, backflow preventer, system inspection, and maintenance 
fees to be paid and furnish by the contractor.” 
 

ITEM A2.8 SHEET 62: REPLACE Note 1 under Item 193 of the General Notes with the following 
note: 

  
“Plant and irrigation system maintenance start after final acceptance of the project 
and continues for 12 months”. 

ITEM A2.9 SHEET 63: REPLACE “On a monthly basis” on Note 4 under Item 193 of the 
General Notes with the following note: 

  
“At least every two (2) weeks”. 

ITEM A2.10 SHEET 65: REPLACE Note 1 under Item 402 of the General Notes with the following 
note: 

  
“Use this Item to pay for trench excavation protection for the storm drain system 
conduit and pipe to also include all inlets, manholes and headwall structures”. 

ITEM A2.11 SHEET 67: REPLACE Note 5 under Item 432 of the General Notes with the following 
note: 

  
“Stone riprap shall be as shown on the plans”. 
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ITEM A2.12 SHEET 73: ADD The following note under Item 502 of the General Notes: 

“Portable Changeable Message signs shall be considered subsidiary to this item”. 

ITEM A2.13 SHEET 84: REPLACE Note 18 under Item 7016 of the General Notes with the 
following note: 

“Mobilization as it pertains to the Water, Sanitary Sewer and Roadway improvements 
shall be paid for separately as called out in the Unit Price Schedule for Base Bid I, 
Base Bid II, and Base Bid III.  Traffic Control shall be paid for as called out in the Unit 
Price Schedule for Base Bid I and covers the entire project to include Base Bid I, Base 
Bid II and Base Bid III”. 

ITEM A2.14 SHEET 88: REPLACE with sheet 88-A2 (Attached). 

CHANGES TO THE CONTRACT PLANS: 

ITEM A2.15 SHEET 3: ADD the following notes to the General Requirements of the General 
Notes: 

1. As-built (Record) drawings will be subsidiary to the project and will be required as 
follows before final acceptance of the project:

i. Roadway Portion – 4 Sets of 11”x17” and 2 electronic copies in .PDF format 
submitted on 2 CD’s

ii. EPW Portion - 4 Sets of 11”x17” and 2 electronic copies in .PDF and 
AutoCAD format submitted on 2 CD’s

2. It is the contractor’s responsibility to pothole utilities to verify actual locations in 
advance to minimize any delays. No additional costs or delays will incur due to any 
utility conflicts/adjustments.

ITEM A2.16 SHEET 3: ADD the following note to the General Requirements of the General 
Notes: 

“ The Warranty Period for the project will be for one (1) year after final acceptance of 
the overall project”. 

ITEM A2.17 SHEET 6: ADD the following note to Item 170 of the General Notes: 

“Power, water consumed, backflow preventer, system inspection, and maintenance 
fees to be paid and furnish by the contractor”. 

ITEM A2.18 SHEET 8: REPLACE Note 1 under Item 193 of the General Notes with the following 
note: 

“Plant and irrigation system maintenance start after final acceptance of the project 
and continues for 12 months”. 
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ITEM A2.19 SHEET 8: REPLACE “On a monthly basis” on Note 4 under Item 193 of the General 
Notes with the following note: 

  
“At least every two (2) weeks”. 

ITEM A2.20 SHEET 9: REPLACE Note 1 under Item 402 of the General Notes with the following 
note: 

  
“Use this Item to pay for trench excavation protection for the storm drain system 
conduit and pipe to also include all inlets, manholes and headwall structures”. 

ITEM A2.21 SHEET 10: REPLACE Note 5 under Item 432 of the General Notes with the following 
note: 

  
“Stone riprap shall be as shown on the plans”. 

 

ITEM A2.22 SHEET 13: ADD the following note under Item 502 of the General Notes: 
  

“Portable Changeable Message signs shall be considered subsidiary to this item”. 
 
ITEM A2.23 SHEET 19: REPLACE Note 18 under Item 7016 of the General Notes with the 

following note: 
   

“Mobilization as it pertains to the Water, Sanitary Sewer and Roadway improvements 
shall be paid for separately as called out in the Unit Price Schedule for Base Bid I, 
Base Bid II, and Base Bid III.  Traffic Control shall be paid for as called out in the Unit 
Price Schedule for Base Bid I and covers the entire project to include Base Bid I, Base 
Bid II and Base Bid III”. 
 

ITEM A2.24 ADD Sheet 22.1-A2 (Attached). 
 
ITEM A2.25 SHEET 25: REPLACE with REVISED Sheet 25-A2 (Attached). 
 
ITEM A2.26 SHEET 66: REPLACE with REVISED Sheet 66-A2 (Attached). 
 
ITEM A2.27 SHEET 68-71: REPLACE with REVISED Sheets 68-A2 to 71-A2 (Attached). 
 
ITEM A2.28 SHEET 73-75: REPLACE with REVISED Sheets 73-A2 to 75-A2 (Attached). 
 
ITEM A2.29 SHEET 78: REPLACE with REVISED Sheet 78-A2 (Attached). 
 
ITEM A2.30 SHEET 80: REPLACE with REVISED Sheet 80-A2 (Attached). 
 
ITEM A2.31 SHEET 81: REPLACE with REVISED Sheet 81-A2 (Attached). 
 
ITEM A2.32 SHEET 85-88: REPLACE with REVISED Sheets 85-A2 to 88-A2 (Attached). 
 
ITEM A2.33 SHEET 91-94: REPLACE with REVISED Sheets 91-A2 to 94-A2 (Attached). 
 
ITEM A2.34 ADD Sheet 126.1-A2 (Attached). 
 
ITEM A2.35 ADD Sheet 126.2-A2 (Attached). 
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ITEM A2.36 ADD Sheet 126.3-A2 (Attached). 
 
ITEM A2.37 SHEET 199: REPLACE with REVISED Sheet 199-A2 (Attached). 
 
ITEM A2.38 SHEET 220-252: REMOVE Note #3. 
 
ITEM A2.39 SHEET 230: REPLACE with REVISED Sheet 230-A2 (Attached). 
 
ITEM A2.40 SHEET 235: REPLACE with REVISED Sheet 235-A2 (Attached). 
 
ITEM A2.41 SHEET 237: REPLACE with REVISED Sheet 237-A2 (Attached). 
 
ITEM A2.42 SHEET 239: REPLACE with REVISED Sheet 239-A2 (Attached). 
 
ITEM A2.43 SHEET 242-244: REPLACE with REVISED Sheets 242-A2 to 244-A2 (Attached). 
 
ITEM A2.44 SHEET 250-252: REPLACE with REVISED Sheets 250-A2 to 252-A2 (Attached). 
 
ITEM A2.45 SHEET 260: ADD the following note to Sheet 260: 
 

“Concrete energy dissipators shall be considered subsidiary to and pay for under Item 
466”. 
 

ITEM A2.46 SHEET 262: REPLACE with REVISED Sheet 262-A2 (Attached). 
 
ITEM A2.47 SHEETS 273-288: ADD the following sentence to the end of Note #2: 
  
 “Adjustments shall be paid for under their respective pay items as called out on the 

plans”. 
 
 
END OF ADDENDUM No. 2 
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PELLICANO DRIVE WIDENING 

PROJECT 

All bids must be submitted in a sealed envelope 

(NEW) BEFORE 2:00 P.M. MST 
on the Bid Opening date 

(NEW) November 5, 2019 

To 
801 Texas Avenue El Paso, TX 

79901, Thorman Conference Room 

CAMINO REAL REGIONAL MOBILITY AUTHORITY 
Procurement Schedule (subject to change): 

Event Date (all times MST) Location (El Paso, TX) 

 Plans/Proposal Bid Packet - 
Qualified Bidders only 

 September 30, 2019 
M-F 8 a.m. to 5 p.m.

 Nancy.Herrera@atkinsglobal.com 

 Subject: “Proposal Request”. 

 Plans/Specs. for Subcontractors 
 Suppliers and all others 

 September 30, 2019 
M-F 8 a.m. to 5 p.m.

 Website: CRRMA.org\Procurements 

 Questions Clarifications Due  October 14, 2019 
 5:00 PM 

 Edgar.Fino@atkinsglobal.com 

 Subject: “PELLICANO DRIVE Project Questions” 

 Answers Issued  October 21, 2019  Website: CRRMA.org\Procurements 

 (New) Questions Clarifications 
for Addendums Only  Due 

 October 24, 2019 
 5:00 PM 

 Edgar.Fino@atkinsglobal.com 
 Subject: “PELLICANO DRIVE Project Questions” 

 (New) Answers for Addendums 
Issued 

 October 28, 2019  Website: CRRMA.org\Procurements 

 (New) Bids Due & Bid Opening  November 5, 2019 

 2:00 PM 

 Thorman Conference Room 
 El Paso City 3 Building 

 801 Texas Ave. 

 (New) Contract Awarded  November/December, 
2019 

 Thorman Conference Room 
 El Paso City 3 Building 
 801 Texas Ave. 
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IMPORTANT 

NOTICE 

Last day to submit all 
questions is 

OCTOBER 14, 2019 5:00PM MST 

(New) Questions for Addendums Date/Time 

(New) OCTOBER 24, 2019 5:00PM MST 

All questions to be submitted in writing to 
Edgar Fino Edgar.Fino@atkinsglobal.com 

Subject Line: “PELLICANO DR – Project Questions”
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PELLICANO DRIVE WIDENING PROJECT 

EL PASO COUNTY, TEXAS 

A PRE-BID CONFERENCE WILL NOT BE HELD 
 

 

Address procurement questions to Edgar Fino, in writing at Edgar.Fino@atkinsglobal.com 

 

Subject Line: “PELLICANO DR – Project Questions” 

Any other communications, oral or in writing, strictly prohibited. 

 

 
 

Plans and Specifications for this project are available electronically at: CRRMA.org\Procurements.   

Proposals will be only be issued to Texas Department of Transportation (TxDOT) Pre-Qualified 
Contractors, qualified under Section 2.2.1 “Confidential Questionnaire” of the Texas Department of 
Transportation Standard Specification for Construction and Maintenance of Highways, Streets and 

Bridges, 2014. 
 

To obtain an electronic Proposal for this project, please send an e-mail to: 
 

Nancy.Herrera@atkinsglobal.com 
 

 

BIDS OPEN:    (NEW) November 5, 2019 at 2:00 P.M. MST 
 

 
Bidders must acknowledge the receipt of any and all amendments on the solicitation response. 

Failure to acknowledge is cause for your bid to be considered non-responsive. 
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PELLICANO DRIVE WIDENING PROJECT 

EL PASO COUNTY, TEXAS 

TxDOT CSJ 0924-06-534 
 

Sealed bids will be received by the Camino Real Regional Mobility Authority (CRRMA), at the 
Thorman Conference Room, El Paso City 3 Building, located at 801 Texas Avenue, El Paso, 
Texas 79901 before 2:00 p.m, Tuesday, November 5, 2019, publicly opened and read at same 
location, unless posted otherwise, for furnishing the CRRMA with the construction of: 

PELLICANO DRIVE WIDENING PROJECT 

TxDOT CSJ: 0924-06-534 

ONLY ONE BIDDER MAY BE AWARDED A CONTRACT PURSUANT TO THIS BID.  Refer to 
Item 2L “Instructions to Bidders”. 
 

Please note that CRRMA’s qualification, for award of this project, in Section 5, Construction 
and Building Contracts of the CRRMA’s Policies and Procedures Governing the 
Procurement of Goods and Services, Item 5.2, Qualification of Bidders: 
 

Only bidder qualified by TxDOT to bid on construction contracts of TxDOT of equal bid Capacity 
qualified under Section 2.2.1 “Confidential Questionnaire” of the Texas Department of Transportation 
Standard Specification for Construction and Maintenance of Highways, Streets and Bridges, 2014, will be 
deemed qualified by the Authority to bid on the Authority’s construction contract.  The Engineer’s Probable 
Project Cost (EPPC) is $ 28,677,859.00. 
 

Instructions to bidders: Bid Packets, Specifications and Plans are available by submitting an 
email request to: Nancy.Herrera@atkinsglobal.com.  Bid Packets will only be provided to 
TxDOT pre-qualified by Confidential Questionnaire contractors.  All subcontractors, suppliers 
and all others can obtain the Plans & Specifications on the website at CRRMA.org\Procurements. 

Bid Bond: Each bid must be accompanied by a bid bond naming the CRRMA as obliged and duly 
executed by the Bidder as principal. Please refer to Camino Real Regional Mobility Authority 
Proposal. The total bid price (including base bid(s), option(s) and alternate(s)). ALL BID BOND 
FORMS MUST CONTAIN ORIGINAL SIGNATURES (S). 

The successful bidder must furnish a performance and payment bond as required by law, and the 
terms of this contract. 

RAYMOND TELLES 
EXECUTIVE DIRECTOR 
CAMINO REAL REGIONAL MOBILITY AUTHORITY 

801 TEXAS AVENUE 
EL PASO TEXAS 79901 

 
Advertised in the El Paso Times: Sunday, September 29, 2019 and Sunday October 6, 2019 

Advertised at www.CRRMA.org on Monday September 30, 2019
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4. Execution of Contract 
 

Provide the following within 15 days after written notification of award of the 

Contract: 

4.1. Contract. Executed by Contractor and Surety. 

4.2. Bonds. Executed performance bond and payment bond in the full amount of the 
Contract price with powers of attorney. Provide bonds in accordance with Table 1. 
Furnish the payment and performance bonds as a guaranty for the protection of 
the claimants and the Owner for labor and materials and the faithful performance 
of the work. 

Table 1 
Bonding Requirements 

Contract Amount Required Bonds 
Less than $25,000 None 

$25,000 to $100,000 Payment
t More than $100,000 Performance and Payment 

 

4.3. Insurance. Submit a Certificate of Insurance showing coverages in accordance 
with Contract requirements. 

 

Insurances must cover the contracted work for the duration of the Contract and 
must remain in effect until final acceptance. Failure to obtain and maintain 
insurance for the contracted work may result in suspension of work or default of 
the Contract. If the insurance expires and coverage lapses for any reason, stop all 
work until the Owner receives an acceptable Certificate of Insurance. 

 

Provide the Owner with a Certificate of Insurance verifying the types and amounts 
of coverage shown in Table 2. Provide as additional insured the Camino Real 
Regional Mobility Authority and County of El Paso, Texas. The Certificate of 
Insurance must be in a form approved by the Owner. Any Certificate of Insurance 
provided must be available for public inspection. 

Table 2 
Insurance Requirements 

Type of Insurance Amount of Coverage 
Commercial General Liability Insurance Not Less Than: $600,000 each occurrence 
Business Automobile Policy Not Less Than: $600,000 combined single limit 
Workers’ Compensation Not Less Than: Statutory 
All Risk Builder’s Risk Insurance 
(For building-facilities Contracts only) 

100% of Contract Price 

 
By signing the Contract, the Contractor certifies compliance with all applicable 
laws, rules, and regulations pertaining to workers’ compensation insurance. This 
certification includes all subcontractors. Pay all deductibles stated in the policy.  

 



EPW DETAILS 

EPW1-A2



EPW2-A2



 GENERAL NOTES:

1. NEW OR EXISTING POTABLE WATER AND SANITARY SEWER MAINS.
2. SEPARATION DISTANCES SHALL FOLLOW TEXAS COMMISSION ON ENVIRONMENTAL

QUALITY STANDARD REQUIREMENTS.

 CONSTRUCTION KEY NOTES

WHEN STANDARD NINE (9) FOOT SEPARATION DISTANCE CANNOT BE ACHIEVED,
SEPARATION SHALL BE DETERMINED ACCORDING TO THE FOLLOWING CONDITIONS:

CASE 1. GRAVITY SANITARY SEWER MAIN OR FORCE MAIN PARALLEL TO POTABLE
WATER MAIN  (PER TCEQ §290.44(e)(4)(A)).

• LOCATION:  WATER ABOVE SEWER OR FORCE MAIN.
• SEWER MATERIALS:  EXISTING GRAVITY MAIN (PVC SDR35 OR CLAY) OR FORCE

MAIN TO REMAIN IF NOT LEAKING-IF LEAKING, MUST BE REPLACED WITH PVC (150
PSI) OR DI. NEW GRAVITY MAIN OR FORCE MAIN REQUIRES PVC (150 PSI) OR DI.

• SEPARATE TRENCHES SHALL BE USED.

CASE 2. NEW POTABLE WATER MAIN CROSSING EXISTING GRAVITY SANITARY SEWER
MAIN OR EXISTING FORCE MAIN  (PER TCEQ §290.44(e)(4)(B)(i) AND
§290.44(e)(4)(B)(ii).

• LOCATION:  WATER ABOVE SEWER OR FORCE MAIN.
• SEWER MATERIALS:  EXISTING GRAVITY MAIN (PVC SDR35 OR CLAY) OR FORCE

MAIN TO REMAIN IF NOT LEAKING-IF LEAKING, REPLACE ONE PIPE SEGMENT PER
CASE 3 REQUIREMENTS.

• CENTER ONE SEGMENT OF WATER PIPE OVER SEWER MAIN OR FORCE MAIN.
• MINIMUM PIPE SEGMENT LENGTH FOR WATER PIPE SHALL BE 18 FEET LONG.

CASE 3. NEW POTABLE WATER MAIN CROSSING NEW GRAVITY SANITARY SEWER MAIN
OR NEW FORCE MAIN  (PER TCEQ §290.44(e)(4)(B)(iii), §290.44(e)(4)(B)(v) AND
§290.44(e)(4)(B)(iv)().

• LOCATION:  WATER ABOVE SEWER OR FORCE MAIN.
• SEWER MATERIALS:  NEW GRAVITY MAIN - PVC (150 PSI) or DI REQUIRED, CENTER

UNDER WATER MAIN.  NEW FORCE MAIN - PVC (150PSI) OR DI REQUIRED. FORCE
MAIN TO BE EMBEDDED IN CEMENT STABILIZED BACKFILL THE TOTAL LENGTH OF
ONE PIPE PLUS 12" BEYOND THE JOINT AT EACH END.

• CENTER ONE SEGMENT OF WATER PIPE OVER SEWER PIPE OR FORCE MAIN.
• MINIMUM PIPE SEGMENT LENGTH FOR WATER AND SEWER SHALL BE 18 FEET

LONG.
• FOR NEW GRAVITY SEWER ONLY, IN LIEU OF PVC (150PSI) OR DI, INSTALL ONE

PIPE SEGMENT OF SDR35; SEWER MAIN MUST BE EMBEDDED IN CEMENT
STABILIZED BACKFILL THE TOTAL LENGTH OF ONE PIPE PLUS 12" BEYOND THE
JOINT AT EACH END.

CASE 4. NEW POTABLE WATER MAIN CROSSING NEW GRAVITY SANITARY SEWER MAIN
OR NEW FORCE MAIN  (PER TCEQ §290.44(e)(4)(B)(iv)()).

• LOCATION: WATER ABOVE  SEWER  OR FORCE MAIN.
• SEWER MATERIALS:  NEW GRAVITY MAIN - SDR35 ACCEPTABLE, NEW FORCE MAIN

- PVC (150PSI) OR DI REQUIRED. IN ADDITION, SEWER MAIN OR FORCE MAIN MUST
BE ENCASED IN DI OR STEEL, TWO NOMINAL SIZES LARGER THAN MAIN AND AT
LEAST 18 FEET LONG.

• CENTER CASING PIPE ON WATER MAIN.

CASE 5. NEW GRAVITY SANITARY SEWER MAIN OR NEW FORCE MAIN CROSSING NEW
POTABLE WATER MAIN  (PER TCEQ §290.44(e)(4)(B)(iv)()).

• LOCATION:  SEWER  OR FORCE MAIN ABOVE WATER.
• NEW GRAVITY MAIN OR FORCE MAIN REQUIRES ONE PIPE SEGMENT OF PVC (150

PSI) OR DI.  IN ADDITION, WATER MUST BE DI OR STEEL OR ENCASED IN DI OR
STEEL, TWO NOMINAL SIZES LARGER THAN MAIN AND AT LEAST 18 FEET LONG.

• CENTER ONE SEGMENT OF SEWER PIPE ON WATER MAIN.
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24-A2 

UNIT PRICE SCHEDULE: BASE BID   
CONTROL: 0924-06-534 

PROJECT: CBI 2020 (432) 

HIGHWAY: CS 

COUNTY: EL PASO 

BASE BID I 
TYPE : CONSTRUCTION OF A SIX LANE DIVIDED MAJOR ARTERIAL ROADWAY (PELLICANO DR.) 
 
 
Key 

 
Item 
No. 

 
Item 

Code 

 
Brief Description of Item 

 
Unit 

 
Est. 

Quantity 

 
Unit Bid Price (In 

Figures) 

 
Total Amount (Quantity 
x Unit Price) (In Figures) 

1 100 6001 PREPARING ROW AC 53.4   
 

2 104 6001 REMOVING CONC (PAV) SY 20   
 

3 104 6011 REMOVING CONC 
(MEDIANS)  SY 343   

 

4 104 6017 REMOVING CONC 
(DRIVEWAYS) SY 591   

 

5 104 6029 REMOVING CONC (CURB 
OR CURB & GUTTER) LF 6,333   

 

6 104 6036 REMOVING CONC 
(SIDEWALK OR RAMP) SY 606   

 

7 104 6044 REMOVING CONC (FLUME) SY 66   
 

8 105 6015 REMOVING STAB BASE & 
ASPH PAV (8"-10")  SY 84,262   

 

9 105 6026 
REMOVE STAB BASE & 

ASPH PAV (13"-18") 
(SHOULDER) 

SY 28,867   
 

10 110 6001 EXCAVATION (ROADWAY) CY 45,270   
 

11 110 6003 EXCAVATION (SPECIAL) CY 157,627   
 

12 132 6002 EMBANKMENT (FINAL) 
(DENS CONT) (TY A) CY 32,554   

 

13 170 6001 IRRIGATION SYSTEM  LS 1   
 

14 192 6004 PLANT MATERIAL (5-GAL) EA 1,390   
 

15 192 6017 VEGETATION BARRIER 
(WEED BARRIER) SY 28,298   
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UNIT PRICE SCHEDULE: BASE BID   
CONTROL: 0924-06-534 

PROJECT: CBI 2020 (432) 

HIGHWAY: CS 

COUNTY: EL PASO

BASE BID I 
TYPE : CONSTRUCTION OF A SIX LANE DIVIDED MAJOR ARTERIAL ROADWAY (PELLICANO DR.) 
 
 
Key 

 
Item 
No. 

 
Item 

Code 

 
Brief Description of Item 

 
Unit 

 
Est. 

Quantity 

 
Unit Bid Price (In 

Figures) 

 
Total Amount (Quantity 
x Unit Price) (In Figures) 

16 192 6024 PLANT MATERIAL (30 GAL) 
(TREE)  EA 448   

 

17 193 6001 PLANT MAINTENANCE MO 12   
 

18 193 6005 PLANT REPLACEMENT (5-
GAL)  EA 142   

 

19 193 6007 IRRIGATION SYSTEM OPER 
AND MAINT  MO 12   

 

20 193 6010 PLANT REPLACEMENT (30 
GAL)  EA 47   

 

21 247 6061 FL BS (CMP IN PLC)(TYA 
GR1-2) (6") SY 163,712   

 

22 247 ELP1 FL BS (CMP IN PLACE) (TY A 
GR 1-2)(5") SY 9,971   

 

23 305 6002 SALV, HAUL & STKPL RCL 
APH PV (0 TO 2") SY 84,017   

 

24 305 6008 SALV, HAUL & STKPL RCL 
APH PV (0"TO 4") SY 10,616  

 

25 310 6014 PRIME COAT (SS-1H)   GAL 33,194   
 

26 341 6040 D-GR HMA TY-D PG64-22 TON 15,174   
 

27 351 6006 FLEXIBLE PAVEMENT 
STRUCTURE REPAIR(10") SY 17,306   

 

28 360 6004 CONC PVMT (CONT REINF - 
CRCP) (10") SY 149,225   

 

29 360 6051 CONC PVMT (CONT REINF-
CRCP)(HES)(10") SY 3,723   

 

30 400 6002 STRUCT EXCAV (BOX) CY 2,177   
 

31 400 6003 STRUCT EXCAV (PIPE) CY 34,072   
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UNIT PRICE SCHEDULE: BASE BID   
CONTROL: 0924-06-534 

PROJECT: CBI 2020 (432) 

HIGHWAY: CS 

COUNTY: EL PASO 

BASE BID I 
TYPE : CONSTRUCTION OF A SIX LANE DIVIDED MAJOR ARTERIAL ROADWAY (PELLICANO DR.) 
 

 
Key 

 
Item 
No. 

 
Item 

Code 

 
Brief Description of Item 

 
Unit 

 
Est. 

Quantity 

 
Unit Bid Price (In 

Figures) 

 
Total Amount (Quantity 
x Unit Price) (In Figures) 

32 401 6001 FLOWABLE BACKFILL CY 6,332  
  

33 402 6001 TRENCH EXCAVATION 
PROTECTION LF 15,253  

  

34 416 6029 DRILL SHAFT (RDWY ILL 
POLE) (30 IN) LF 640  

  

35 416 6031 DRILL SHAFT (TRF SIG 
POLE) (30 IN) LF 33  

  

36 416 6032 DRILL SHAFT (TRF SIG 
POLE) (36 IN) LF 39  

  

37 416 6034 DRILL SHAFT (TRF SIG 
POLE) (48 IN) LF 66  

  

38 432 6030 RIPRAP (STONE 
COMMON)(GROUT)(12 IN)   CY 154  

  

39 464 6003 RC PIPE (CL III)(18 IN) LF 332  
  

40 464 6005 RC PIPE (CL III) (24 IN) LF 3,743  
  

41 464 6007 RC PIPE (CL III) (30 IN) LF 3,757  
  

42 464 6008 RC PIPE (CL III) (36 IN) LF 3,269  
  

43 464 6009 RC PIPE (CL III) (42 IN) LF 3,263  
  

44 464 6010 RC PIPE (CL III) (48 IN) LF 451  
  

45 464 6017 RC PIPE (CL IV)(18 IN) LF 542  
  

46 464 6018 RC PIPE (CL IV)(24 IN) LF 362  
  

47 464 6019 RC PIPE (CL IV)(30 IN) LF 123  
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UNIT PRICE SCHEDULE: BASE BID   
CONTROL: 0924-06-534 

PROJECT: CBI 2020 (432) 

HIGHWAY: CS 

COUNTY: EL PASO 

BASE BID I 
TYPE : CONSTRUCTION OF A SIX LANE DIVIDED MAJOR ARTERIAL ROADWAY (PELLICANO DR.) 

 
 
Key 

 
Item 
No. 

 
Item 

Code 

 
Brief Description of Item 

 
Unit 

 
Est. 

Quantity 

 
Unit Bid Price (In 

Figures) 

 
Total Amount (Quantity 
x Unit Price) (In Figures) 

48 464 6025 RC PIPE (CL V)(18 IN)  LF 145  
  

49 464 6026 RC PIPE (CL V)(24 IN)  LF 127  
  

50 465 6002 MANH (COMPL) (PRM) (48 
IN) EA 10  

  

51 465 6003 MANH (COMPL) (PRM)(60IN)  EA 13  
  

52 465 6004 MANH (COMPL) (PRM) (72 
IN) EA 9  

  

53 465 6009 JCTBOX(COMPL)(PJB)(5FTX
5FT) EA 2  

  

54 465 6011 JCTBOX(COMPL)(PJB)(6FTX6F
T) EA 2  

  

55 465 6032 INLET 
(COMPL)(PCU)(3FT)(BOTH) EA 19  

  

56 465 6040 INLET (COMPL) (PCU) (5FT) 
(BOTH) EA 19  

  

57 465 ELP1 INLET(COMPL) (OFF-
STREET) (3 GRATES) EA 1  

  

58 465 ELP2 INLET(COMPL) (OFF-
STREET) (2 GRATES) EA 1  

  

59 466 6005 HEADWALL (CH - FW - 0) 
(DIA= 24 IN) EA 1  

  

60 466 6009 HEADWALL (CH - FW - 0) 
(DIA= 36 IN) EA 1  

  

61 466 6010 HEADWALL (CH - FW - 0) 
(DIA= 42 IN) EA 1  

  

62 466 6011 HEADWALL (CH - FW - 0) 
(DIA= 48 IN) EA 1  

  

63 479 6012 ADJUSTING MANHOLES 
(TELEPHONE BOX)  EA 2  
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UNIT PRICE SCHEDULE: BASE BID   
CONTROL: 0924-06-534 

PROJECT: CBI 2020 (432) 

HIGHWAY: CS 

COUNTY: EL PASO 

BASE BID I 
TYPE : CONSTRUCTION OF A SIX LANE DIVIDED MAJOR ARTERIAL ROADWAY (PELLICANO DR.) 

 
 
Key 

 
Item 
No. 

 
Item 

Code 

 
Brief Description of Item 

 
Unit 

 
Est. 

Quantity 

 
Unit Bid Price (In 

Figures) 

 
Total Amount (Quantity 
x Unit Price) (In Figures) 

64 479 ELP1 ADJUSTING MANHOLES 
(GAS VALVE) EA 7   

 

65 496 6030 REMOVE STR (BOLLARD) EA 1   
 

66 500 6001 MOBILIZATION LS 1   
 

67 502 6001 BARRICADES, SIGNS AND 
TRAFFIC HANDLING MO 19   

 

68 506 6020 CONSTRUCTION EXITS 
(INSTL) (TY 1) SY 1,716   

 

69 506 6024 CONSTRUCTION EXITS 
(REM) (TY 1) SY 1,716   

 

70 506 6038 TEMP SEDMT CONT FENCE 
(INSTALL)   LF 33,541   

 

71 506 6039 TEMP SEDMT CONT FENCE 
(REMOVE)  LF 33,541   

 

72 

 

506 6040 BIODEG EROSN CONT 
LOGS (INSTL) (8") LF 1,170   

 

73 506 6043 BIODEG EROSN CONT 
LOGS (REM) LF 1,170   

 

74 512 6008 PORT CTB (FUR & INST)(F-
SHAPE)(TY 4) LF 900  

 

75 512 6009 PORT CTB (FUR & 
INST)(LOW PROF)(TY 1) LF 1,060  

 

76 512 6010 PORT CTB (FUR & 
INST)(LOW PROF)(TY 2) LF 60  

 

77 512 6033 PORT CTB (MOVE)(LOW 
PROF)(TY 1) LF 1,900  

 

78 512 6034 PORT CTB (MOVE)(LOW 
PROF)(TY 2) LF 140  

 

79 512 6056 PORT CTB (REMOVE)(F-
SHAPE)(TY 4) LF 900  
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UNIT PRICE SCHEDULE: BASE BID   
CONTROL: 0924-06-534 

PROJECT: CBI 2020 (432) 

HIGHWAY: CS 

COUNTY: EL PASO 

BASE BID I 
TYPE : CONSTRUCTION OF A SIX LANE DIVIDED MAJOR ARTERIAL ROADWAY (PELLICANO DR.) 

 
 
Key 

 
Item 
No. 

 
Item 

Code 

 
Brief Description of Item 

 
Unit 

 
Est. 

Quantity 

 
Unit Bid Price (In 

Figures) 

 
Total Amount (Quantity 
x Unit Price) (In Figures) 

80 512 6057 PORT CTB (REMOVE)(LOW 
PROF)(TY 1) LF 1,060 

  

81 512 6058 PORT CTB (REMOVE)(LOW 
PROF)(TY 2) LF 60 

  

82 529 6005 CONC CURB (MONO) (TY II) LF 60,312  
  

83 529 6036 CONCRETE CURB 
(SPECIAL) LF 25,633  

  

84 530 6004 DRIVEWAYS (CONC) SY 1,928  
  

85 531 6001 CONC SIDEWALKS (4") SY 8,269  
  

86 531 6004 CURB RAMPS (TY 1) EA 9  
  

87 531 6010 CURB RAMPS (TY 7) EA 75  
  

88 531 6016 CURB RAMPS (TY 21) EA 5  
  

89 538 6001 RIGHT-OF-WAY MARKERS EA 4  
  

90 550 6001 CHAIN LINK FENCE 
(INSTALL) (6')  LF 3,486  

  

91 550 6003 CHAIN LINK FENCE 
(REMOVE) LF 2,953  

  

92 550 6006 GATE (REMOVE)  EA 2  
  

93 550 6014 CHAIN LINK FENCE GATE 
(INSTALL)(6'X18') EA 1  

  

94 550 6015 REMOVE AND INSTALL 
EXISTING GATE EA 7  

  

95 610 6215 IN RD IL (TY SA) 40T-8-8 
(250W EQ) LED EA 80  
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UNIT PRICE SCHEDULE: BASE BID   
CONTROL: 0924-06-534 

PROJECT: CBI 2020 (432) 

HIGHWAY: CS 

COUNTY: EL PASO 

BASE BID I 
TYPE : CONSTRUCTION OF A SIX LANE DIVIDED MAJOR ARTERIAL ROADWAY (PELLICANO DR.) 

 
 
Key 

 
Item 
No. 

 
Item 

Code 

 
Brief Description of Item 

 
Unit 

 
Est. 

Quantity 

 
Unit Bid Price (In 

Figures) 

 
Total Amount (Quantity 
x Unit Price) (In Figures) 

96 618 6023 CONDT(PVC) (SCH 40) (2") LF 13,920  
  

97 618 6024 CONDT (PVC) (SCH 40) (2") 
(BORE) LF 105  

  

98 618 6029 CONDT (PVC) (SCH 40) (3") LF 155  
  

99 618 6033 CONDT (PVC) (SCH 40) (4") LF 295  
  

100 618 6034 CONDT (PVC) (SCH 40) (4") 
(BORE) LF 720  

  

101 618 6047 CONDT(PVC) (SCH 80) (2") 
(BORE) LF 1,960  

  

102 618 6070 CONDT (RM) (2") LF 220  
  

103 618 6074 CONDT (RM) (3") LF 40  
  

104 620 6008 ELEC CONDR (NO.8) 
INSULATED LF 3,250  

  

105 620 6009 ELEC CONDR (NO.6) BARE LF 2,430  
  

106 620 6010 ELEC CONDR (NO. 6) 
INSULATED LF 48,255  

  

107 624 6001 GROUND BOX TY A (122311) EA 3  
  

108 624 6002 GROUND BOX TY A (122311) 
W/APRON EA 6  

  

109 624 6010 GROUND BOX TY D 
(162922)W/APRON EA 15  

  

110 625 6001 ZINC-COAT STL WIRE 
STRAND (1/4") LF 910  

  

111 625 6003 ZINC-COAT STL WIRE 
STRAND (3/8") LF 3,405  
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UNIT PRICE SCHEDULE: BASE BID   
CONTROL: 0924-06-534 

PROJECT: CBI 2020 (432) 

HIGHWAY: CS 

COUNTY:EL PASO 

BASE BID I 
TYPE : CONSTRUCTION OF A SIX LANE DIVIDED MAJOR ARTERIAL ROADWAY (PELLICANO DR.) 

 
 
Key 

 
Item 
No. 

 
Item 

Code 

 
Brief Description of Item 

 
Unit 

 
Est. 

Quantity 

 
Unit Bid Price (In 

Figures) 

 
Total Amount (Quantity 
x Unit Price) (In Figures) 

112 628 6041 ELC SRV TY A 240/480 060 
(NS) SS (E) GC (O) EA 3  

  

113 628 6142 ELC SRV TY D 120/240 
060(NS)SS(E)GC(O)  EA 1  

  

114 628 6149 ELC SRV TY D 120/240 
060(NS)SS(N)GC(O) EA 2  

  

115 

 

636 6001 ALUMINUM SIGNS (TY A)  SF 122  
  

116 

 

644 6001 IN SM RD SN SUP&SM 
TY10BWG(1) SA(P) EA 76  

  

117 644 6004 IN SM RD SN SUP&AM 
TY10BWG(1) SA(T) EA 1  

  

118 644 6068 RELOCATE SM RD SN 
SUP&AM TY 10BWG  EA 2  

  

119 644 6076 REMOVE SM RD SN 
SUP&AM  EA 32  

  

120 662 6060 WK ZN PAV MRK REMOV 
(W)4"(BRK) LF 6,300  

  

121 662 6063 WK ZN PAV MRK REMOV 
(W)4"(SLD) LF 21,790  

  

122 662 6074 WK ZN PAV MRK REMOV 
(W)18"(SLD) LF 1,006  

  

123 662 6075 WK ZN PAV MRK REMOV 
(W)24"(SLD) LF 403  

  

124 662 6080 WK ZN PAV MRK REMOV 
(W)(ARROW) EA 59  

  

125 662 6081 WK ZN PAV MRK REMOV 
(W)(DBL ARROW) EA 16  

  

126 662 6088 WK ZN PAV MRK REMOV 
(W)(TPL ARROW) EA 1  

  

127 662 6091 WK ZN PAV MRK REMOV 
(W)18"(YLD TRI) EA 8  

  



32-A2 

UNIT PRICE SCHEDULE: BASE BID   
CONTROL: 0924-06-534 

PROJECT: CBI 2020 (432) 

HIGHWAY: CS 

COUNTY:EL PASO 

BASE BID I 
TYPE : CONSTRUCTION OF A SIX LANE DIVIDED MAJOR ARTERIAL ROADWAY (PELLICANO DR.) 

 
 
Key 

 
Item 
No. 

 
Item 

Code 

 
Brief Description of Item 

 
Unit 

 
Est. 

Quantity 

 
Unit Bid Price (In 

Figures) 

 
Total Amount (Quantity 
x Unit Price) (In Figures) 

128 662 6094 WK ZN PAV MRK REMOV 
(Y)4"(DOT)  LF 558  

  

129 662 6095 WK ZN PAV MRK REMOV 
(Y)4"(SLD)  LF 73,490  

  

130 666 6003 REFL PAV MRK TY I (W) 4" 
(BRK) (100MIL) LF 15,049  

  

131 666 6006 REFL PAV MRK TY I (W) 4" 
(DOT) (100MIL) LF 41  

  

132 666 6012 REFL PAV MRK TY I (W) 4" 
(SLD) (100MIL) LF 28,094  

  

133 666 6024 REFL PAV MRK TY I 
(W)6"(SLD)(100MIL) LF 28,093  

  

134 666 6036 REFL PAV MRK TY I (W) 8" 
(SLD) (100MIL) LF 5,965  

  

135 666 6045 REFL PAV MRK TY I (W) 18" 
(SLD) (100MIL) LF 1,424  

  

136 666 6048 REFL PAV MRK TY I (W) 24" 
(SLD) (100MIL) LF 313  

  

137 666 6054 REFL PAV MRK TY I (W) 
(ARROW) (100MIL) EA 28  

  

138 666 6063 REFL PAV MRK TY 
I(W)(UTURN ARW)(100MIL) EA 4  

  

139 666 6078 REFL PAV MRK TY I (W) 
(WORD) (100MIL) EA 32  

  

140 666 6102 REF PAV MRK TY 
I(W)36"(YLD TRI)(100MIL) EA 27  

  

141 666 6105 REFL PAV MRK TY I 
(W)(BIKE ARW)(100MIL) EA 58  

  

142 666 6111 REFL PAV MRK TY I(W)(BIKE 
SYML)(100MIL) EA 58  

  

143 666 6117 REFL PAV MRK TY I 
(W)(BIKE DOT)(100MIL) EA 724  

  



33-A2 

 
UNIT PRICE SCHEDULE: BASE BID  

 
CONTROL: 0924-06-534 

PROJECT: CBI 2020 (432) 

HIGHWAY: CS 

COUNTY:EL PASO 

BASE BID I 
TYPE : CONSTRUCTION OF A SIX LANE DIVIDED MAJOR ARTERIAL ROADWAY (PELLICANO DR.) 

 
 
Key 

 
Item 
No. 

 
Item 

Code 

 
Brief Description of Item 

 
Unit 

 
Est. 

Quantity 

 
Unit Bid Price (In 

Figures) 

 
Total Amount (Quantity 
x Unit Price) (In Figures) 

144 

 

666 6224 PAVEMENT SEALER 4" LF 44,675  
  

145 

 

666 6225 PAVEMENT SEALER 6" LF 28,093  
  

146 

 

666 6226 PAVEMENT SEALER 8" LF 5,965  
  

147 

 

666 6229 PAVEMENT SEALER 18" LF 1,424  
  

148 666 6230 PAVEMENT SEALER 24" LF 313  
  

149 666 6231 PAVEMENT SEALER 
(ARROW) EA 28  

  

150 666 6232 PAVEMENT SEALER 
(WORD) EA 32  

  

151 666 6236 PAVEMENT SEALER 
(UTURN ARROW) EA 4  

  

152 666 6243 PAVEMENT SEALER (YLD 
TRI) EA 27  

  

153 666 6244 PAVEMENT SEALER (BIKE 
ARROW) EA 58  

  

154 

 

666 6245 PAVEMENT SEALER (BIKE 
SYMBOL) EA 58  

  

155 672 6010 REFL PAV MRK TY II-C-R EA 1,055  
  

156 677 6001 ELIM EXT PAV MRK & MRKS 
(4") LF 15,546  

  

157 678 6001 PAV SURF PREP FOR MRK 
(4") LF 44,675  

  

158 678 6002 PAV SURF PREP FOR MRK 
(6")  LF 28,093  

  

159 678 6004 PAV SURF PREP FOR MRK 
(8") LF 5,965  

  



34-A2 

 
UNIT PRICE SCHEDULE: BASE BID    CONTROL: 0924-06-534  

PROJECT: CBI 2020 (432) 

HIGHWAY: CS 

COUNTY: EL PASO 

BASE BID I 
TYPE : CONSTRUCTION OF A SIX LANE DIVIDED MAJOR ARTERIAL ROADWAY (PELLICANO DR.) 

 
 
Key 

 
Item 
No. 

 
Item 

Code 

 
Brief Description of Item 

 
Unit 

 
Est. 

Quantity 

 
Unit Bid Price (In 

Figures) 

 
Total Amount (Quantity 
x Unit Price) (In Figures) 

160 678 6007 PAV SURF PREP FOR MRK 
(18") LF 1,424  

 
 

161 678 6008 PAV SURF PREP FOR MRK 
(24") LF 313  

 
 

162 

 

 

678 6009 PAV SURF PREP FOR MRK 
(ARROW) EA 28  

 
 

163 678 6012 PAV SURF PREP FOR MRK 
(UTURN ARR) EA 4  

 
 

164 678 6016 PAV SURF PREP FOR MRK 
(WORD) EA 32  

 
 

165 

 

 

678 6023 PAV SURF PREP FOR MRK 
(36")(YLD TRI) EA 27  

 
 

166 678 6026 PAV SURF PREP FOR MRK 
(BIKE ARROW) EA 58  

 
 

167 678 6028 PAV SURF PREP FOR MRK 
(BIKE SYMBOL) EA 58  

 
 

168 678 6033 PAV SURF PREP FOR MRK 
(RPM) EA  1,055  

 
 

169 680 6001 INSTALL HWY TRF SIG 
(FLASH BEACON) EA 2  

 
 

170 680 6002 INSTALL HWY TRF SIG 
(ISOLATED) EA 3  

 
 

171 680 6004 REMOVAL OF TRAFFIC 
SIGNAL EA 2  

 
 

172 

 

 

 

 

681 6001 TEMP TRAF SIGNALS EA 2  
 

 

173 

 

682 6001 VEH SIG SEC (12")LED(GRN) EA 38  
 

 

174 682 6002 VEH SIG SEC (12")LED(GRN 
ARW) EA 12  

 
 

175 682 6003 VEH SIG SEC (12")LED(YEL) EA 50  
 

 



35-A2 

 
UNIT PRICE SCHEDULE: BASE BID    CONTROL: 0924-06-534  

PROJECT: CBI 2020 (432) 

HIGHWAY: CS 

COUNTY: EL PASO 

BASE BID I 
TYPE : CONSTRUCTION OF A SIX LANE DIVIDED MAJOR ARTERIAL ROADWAY (PELLICANO DR.) 

 
 
Key 

 
Item 
No. 

 
Item 

Code 

 
Brief Description of Item 

 
Unit 

 
Est. 

Quantity 

 
Unit Bid Price (In 

Figures) 

 
Total Amount (Quantity 
x Unit Price) (In Figures) 

176 682 6004 VEH SIG SEC (12")LED(YEL 
ARW) EA 8  

 
 

177 682 6005 VEH SIG SEC (12")LED(RED) EA 38 
 

 

178 682 6006 VEH SIG SEC (12")LED(RED 
ARW) EA 8 

 
 

179 682 6018 PED SIG SEC 
(LED)(COUNTDOWN) EA 16  

 
 

180 682 6023 BACK PLATE (12 IN) (3 SEC) EA 12  
 

 

181 682 6024 BACK PLATE (12 IN) (4 SEC) EA 6  
 

 

182 682 6035 BACK PLATE (12 IN) (3 
SEC)(VENTED) ALUM EA 18  

 
 

183 682 6036 BACK PLATE (12 IN) (4 
SEC)(VENTED) ALUM EA 2  

 
 

184 682 6037 BACK PLATE (12 IN) (5 
SEC)(VENTED) ALUM EA 4  

 
 

185 684 6031 TRF SIG CBL (TY A)(14 
AWG)(5 CONDR) LF 3,090  

 
 

186 684 6033 TRF SIG CBL (TY A)(14 
AWG)(7 CONDR) LF 1,370  

 
 

187 684 6036 TRF SIG CBL (TY A)(14 
AWG)(10 CONDR) LF 1,975  

 
 

188 684 6046 TRF SIG CBL (TY A)(14 
AWG)(20 CONDR) LF 1,620  

 
 

189 684 6079 TRF SIG CBL (TY C)(12 
AWG)(2 CONDR) LF 2,245  

 
 

190 686 6033 INS TRF SIG PL AM(S) 1 
ARM(32') EA 3 

 
 

191 686 6049 INS TRF SIG PL AM(S)1 
ARM(48') EA 3 

 
 

  



36-A2 

UNIT PRICE SCHEDULE: BASE BID    CONTROL: 0924-06-534  

PROJECT: CBI 2020 (432) 

HIGHWAY: CS 

COUNTY: EL PASO 

BASE BID I 
TYPE : CONSTRUCTION OF A SIX LANE DIVIDED MAJOR ARTERIAL ROADWAY (PELLICANO DR.) 

 
 
Key 

 
Item 
No. 

 
Item 

Code 

 
Brief Description of Item 

 
Unit 

 
Est. 

Quantity 

 
Unit Bid Price (In 

Figures) 

 
Total Amount (Quantity 
x Unit Price) (In Figures) 

192 686 6057 INS TRF SIG PL AM(S)1 
ARM(55') EA 1 

 
 

193 686 6061 INS TRF SIG PL AM(S)1 
ARM(60') EA 2  

 
 

194 687 6001 PED POLE ASSEMBLY EA 11 
 

 

195 688 6001 PED DETECT PUSH 
BUTTON (APS) EA 14 

 
 

196 688 6003 PED DETECTOR 
CONTROLLER UNIT EA 2 

 
 

197 690 6006 REMOVAL OF GROUND 
BOXES EA 14 

 
 

198 690 6048 REMOVAL OF RDSD FLSH 
BEACON ASSM  EA 3 

 
 

199 1002 6002 LANDSCAPE AMENITY (TY 
1) EA 820 

 
 

200 1002 6003 LANDSCAPE AMENITY (TY 
2)  EA 23  

 
 

201 1005 6001 LOOSE AGGR FOR 
GROUNDCOVER (TYPE I) CY 2,171  

 
 

202 1005 6002 LOOSE AGGR FOR 
GROUNDCOVER (TYPE II) CY 427  

 
 

203 1005 6003 LOOSE AGGR FOR 
GROUNDCOVER (TYPE III) CY 773  

 
 

204 6002 6001 VIVDS PROCESSOR 
SYSTEM EA 4  

 
 

205 6002 6002 VIVDS CAMERA ASSEMBLY EA 14  
 

 

206 6002 6003 VIVDS SET-UP SYSTEM EA 4  
 

 

207 6002 6005 VIVDS COMMUNICATION 
CABLE (COAXIAL) LF 3,085  

 
 

  



37-A2 

UNIT PRICE SCHEDULE: BASE BID    CONTROL: 0924-06-534  

PROJECT: CBI 2020 (432) 

HIGHWAY: CS 

COUNTY: EL PASO 

BASE BID I 
TYPE : CONSTRUCTION OF A SIX LANE DIVIDED MAJOR ARTERIAL ROADWAY (PELLICANO DR.) 

 
 
Key 

 
Item 
No. 

 
Item 

Code 

 
Brief Description of Item 

 
Unit 

 
Est. 

Quantity 

 
Unit Bid Price (In 

Figures) 

 
Total Amount (Quantity 
x Unit Price) (In Figures) 

208 6027 6003 CONDUIT (PREPARE) LF 435   
 

209 6027 6006 GROUND BOX (INSTALL) EA 1   
 

210 6027 6008 GROUND BOX (PREPARE) EA 5   
 

211 ELP ELP2-7 PERMANENT ELEVATION 
MARKER EA 3   

 

212 ELP ELP2-8 POND DEPTH GAUGE EA 3   
 

213 ELP ELP4-3 ROCKWALL (6 FT) LF 5,060   
 

214 ELP ELP4-4 WROUGHT IRON GATE 
(6'X18') EA 2   

 

       
 

       
 

       
 

       
 

       
 

       
 

       
 

       
 

TOTAL BASE BID I (Items 1-205): 
 



38-A2 

UNIT PRICE SCHEDULE: BASE BID    CONTROL: 0924-06-534  
PROJECT: CBI 2020 (432) 

HIGHWAY: CS 

COUNTY: EL PASO 

 
BASE BID II 
TYPE : INSTALLING NEW WATER MAIN AND FITTINGS ALONG PELLICANO DR. 

 
 
Key 

 
Item 
No. 

 
Item 

Code 

 
Brief Description of Item 

 
Unit 

 
Est. 

Quantity 

 
Unit Bid Price (In 

Figures) 

 
Total Amount (Quantity 
x Unit Price) (In Figures) 

1 402 6001 TRENCH EXCAVATION 
PROTECTION LF 9,260  

  

2 479 6001 ADJUSTING MANHOLES EA 7  
  

3 479 6004 ADJUSTING MANHOLES 
(SANITARY) EA 13  

  

4 479 6005 ADJUSTING MANHOLES 
(WATER VALVE BOX) EA 29  

  

5 479 6008 ADJUSTING MANHOLES 
(WATER METER) EA 6  

  

6 500 6001 MOBILIZATION LS 1  
  

7 7016 6004 WATER MAIN (PVC) (C-900) 
(8") LF 420  

  

8 7016 6005 WATER MAIN (PVC) (C-900) 
(12") LF 760  

  

9 7016 6006 WATER MAIN (PVC) (C905) 
(16") LF 140  

  

10 7016 6012 WATER MAIN (DIP) (PC 350) 
(20") LF 7,940  

  

11 7016 6033 ADDITIONAL FITTINGS LB 3,000  
  

12 7016 6047 FIRE HYDRANT (NEW) EA 5  
  

13 7016 6048 FIRE HYDRANT (REMOVE & 
SALVAGE) EA 4  

  

14 7016 EPW1 MASTER METER ASSEMBLY 
(REMOVE AND SALVAGE) LS 1  

  

15 7016 EPW2 MASTER METER ASSEMBLY 
(NEW) LS 1  

  

 
  



39-A2 

UNIT PRICE SCHEDULE: BASE BID    CONTROL: 0924-06-534  
PROJECT: CBI 2019 (782) 

HIGHWAY: CS 

COUNTY: EL PASO 

 
BASE BID II 
TYPE : INSTALLING NEW WATER MAIN AND FITTINGS ALONG PELLICANO DR. 

 
 
Key 

 
Item 
No. 

 
Item 

Code 

 
Brief Description of Item 

 
Unit 

 
Est. 

Quantity 

 
Unit Bid Price (In 

Figures) 

 
Total Amount (Quantity 
x Unit Price) (In Figures) 

16 7016 EPW3 16" BUTTERFL VALVE W/ 
MANHOLE EA 2  

  

17 7016 EPW4 20" BLOWOFF VALVE W/ 
MANHOLE EA 1  

  

18 7016 EPW5 20" BUTTERFLY VALVE W/ 
MANHOLE EA 8  

  

19 7016 EPW6 
3" COMB. AIR 

RELEASE/VACUUM VALVE 
W/ MANHOLE 

EA 2  
  

20 7016 EPW7 NEW 2-INCH WATER 
SERVICE EA 1  

  

TOTAL BASE BID II (Items 1-20): 
 



40-A2 

UNIT PRICE SCHEDULE: BASE BID  

       CONTROL: 0924-06-534 

PROJECT: CBI 2019 (782) 

     HIGHWAY: CS 

 COUNTY: EL PASO

 
BASE BID III 
TYPE : INSTALLING NEW SANITARY SEWR MAIN AND MANHOLES ALONG PELLICANO DR. 

 
 
Key 

 
Item 
No. 

 
Item 

Code 

 
Brief Description of Item 

 
Unit 

 
Est. 

Quantity 

 
Unit Bid Price (In 

Figures) 

 
Total Amount (Quantity 
x Unit Price) (In Figures) 

1 402 6001 TRENCH EXCAVATION 
PROTECTION LF 11,800  

  

2 500 6001 MOBILIZATION LS 1  
  

3 7016 6051 SAN SEWER PIPE (PVC) 
(SDR-35) (8") LF 1,080  

  

4 7016 6052 SAN SEWER PIPE (PVC) 
(SDR-35) (12") LF 120  

  

5 7016 6053 SAN SEWER PIPE (PVC) 
(SDR-35) (15") LF 5,380  

  

6 7016 6058 SAN SEWER PIPE (PVC) 
(ASTMF679 PS46) (21") LF 5,220  

  

7 7016 6061 SAN SEWER MANHOLE 
 (48 IN) (6 FT) EA 19  

  

8 7016 6063 SAN SEWER MANHOLE  
(48 IN) (EXTRA DEPTH) LF 192  

  

TOTAL BASE BID III (Items 1-8): 
 

 
 

SUM TOTAL BASE BID I, BASE BID II AND BASE BID III: 
 

 

SIGNED:_______________________________  

 
TITLE:________________________________ 
 
DATE:___________________________ 



88-A2 

 
 
 
 
 

CHILD SUPPORT STATEMENT 
 
 
Under Section 231.006, Family Code, the vendor or applicant certifies that the individual or business 
entity named in this contract, bid, or application is not ineligible to receive the specified grant, loan, or 
payment and acknowledges that this contract may be terminated and payment may be withheld if this 
certification is inaccurate. 
 
 
 
 
 
 
Signature                                                             
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WK ZN PAV MRK

CONSTRUCTION WARNING SIGN

BOARD
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TEMPORARY FLEXIBLE 
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WK ZN PAV MRK REMOV (W)

COUNTY

EL PASO

060924

STATE

TEXAS ELP

DIST.

CONT. SECT. HIGHWAY NO.

6

JOB

CS

FEDERAL AID PROJECT NO.
DIV.NO.

FED.RD.

NO.

SHEET

WIDENING/BUILD
PELLICANO DR.

534

  

aec
   

915.544.5232  |  www.ceagroup.net

4712 Woodrow Bean, Ste. F  El Paso, TX 79924
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SHEET    OF

TEMPORARY TRAFFIC SIGNAL

CBI 2020 (432)

CONSIDERED SUBSIDIARY UNDER ITEM 502.

CONDITION TREATMENT TYPES. CONDITION TREATMENTS SHALL BE 

11. VARYING EDGE CONDITIONS MAY EXIST. REFER TO WORKSHEET FOR EDGE 

REPAIR DETAIL.

10. TEMPORARY DRIVEWAY ACCESS REFER TO FLEXIBLE PAVEMENT STRUCTURE 

CONTRACTORS FOR FUTURE DEVELOPMENTS DURING CONSTRUCTION.

9. CONTRACTOR SHALL COORDINATE WITH COUNTY, OWNER AND OTHER 

MAINTAINED AT ALL TIMES.

COMMENCEMENT OF THIS WORK TO ENSURE VEHICULAR ACCESS IN 

COORDINATE WITH INDIVIDUAL PROPERTY OWNERS PRIOR TO 

DRIVEWAY ACCESS WITHIN ITS RESPECTIVE PHASE AND SHALL 

8. CONTRACTOR SHALL FULLY CONSTRUCT ALL AREAS DESIGNATED FOR 

OBSTRUCTIONS.

ALTERED TO ACCOMMODATE FIELD CONDITIONS OR VISUAL 

7. PLACEMENT OF WARNING SIGNS, AS SHOWN ON THESE PLANS, MAY BE 

AND OTHER CHANNELIZING DEVICES.

6. REFER TO LATEST BC SHEETS FOR PROPER SPACING OF PLASTIC DRUMS 

5. FOR PLACEMENT AND HEIGHT OF WARNING LIGHTS REFER TO BC(7)-14.

SHOULD BE PLACED AT A MAXIMUM SPACING OF 10 FEET.

PRACTICABLE, THE CHANNELIZING DEVICES IN THE AREA OF CONFLICT 

4. FOR WORK ZONE PROJECTS WHEN PAVEMENT MARKING REMOVAL IS NOT 

AND SHALL BE SUBSIDIARY TO ITEM 502.

PROJECTS. WORK- ZONE MARKINGS MUST BE INSTALLED WHERE NEEDED 

3. CONFLICTING PAVEMENT MARKINGS MUST BE REMOVED FOR LONG-TERM 

2. ADVISORY SPEED TO BE DETERMINED IN THE FIELD BY THE ENGINEER.

ADVANCE WARNING AREA.

1. FOR NIGHTTIME, USE APPROPRIATE FLASHING WARNING LIGHTS IN THE 
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CODE DESCRIPTION QTY

SHEET TOTALS

ITEM UNIT

6080

6081 EA

LF6095

LF6001 ELIM EXT PAV MRK & MRKS (4")

662

662

662

677

WK ZN PAV MRK REMOV (W)(ARROW)

WK ZN PAV MRK REMOV (W)(DBL ARROW)

WK ZN PAV MRK REMOV (Y)4"(SLD)

662 LF6063 WK ZN PAV MRK REMOV (W)4"(SLD)

LFWK ZN PAV MRK REMOV (Y)4"(DOT)6094662 60

5

9

3637

1164

5

48"X48"

CW4-1aTL

m e r g e

t h r u

t r a f f i c

l e f t

2

48"X48"

CW20-1

ROAD

WORK

AHEAD

ROAD

WORK

AHEAD

36"X36"

R1-1

12

STOPSTOP

6

48"X24"

G20-2

E N D

R O A D   W O R K

14

30"X30"

R3-7R

R I G H T   L A N E

M U S T

T U R N   R I G H T

1

48"X30"

R11-2

C L O S E D

R O A D

1
0
"

6
"

(95% COMPACTION)

SUBGRADE PREP 

4
"

N.T.S.

PG 64-22

HMAC TYPE C

PAVEMENT STRUCTURE REPAIR

TEMPORARY FLEXIBLE 

LF662 WK ZN PAV MRK REMOV (W)18"(SLD)
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[

11' 12' 6' 34' 15'

LANELANE ROAD CLOSURE

DRUMS

CHANNELIZING

78'

& GUTTER

CURB

EXISTING 

MARKING

TEMPORARY 

& GUTTER

 CURB

EXISTING

11'9'11'

55'

N.T.S.

TYPICAL SECTION 1-D

LANE

48"X48"

CW3-1

19

Y I E L D

29

36"X36"X36"

R1-2

38

48"X48"

CW1-3L

24"X12"

R9-9

15

s i d e w a l k

C L O S E D

sidewalk closed

cross here

41

24"X12"

R9-11aR

LFWK ZN PAV MRK REMOV (W)24"(SLD)6075662

48"X48"

CW3-3

40

3966074

8EAWK ZN PAV MRK REMOV (W)18"(YLD TRI)6091662

DATA TABLE

POINT NO.

P01

STATION OFFSET

47.56 RT46+30.03

47+36.59 46.95 RT

47+46.55 61.41 RT

P02

P03

P04

P05

P06

P07

P08

P09

P10

P11

P12

P13

P14

P15

P16

P17

P18

116.66 RT48+37.23

49+50.48 131.06 RT

130.30 RT50+05.50

50+06.52 236.99 RT

50+03.55 236.99 RT

157.18 RT49+18.06

48+20.17 144.73 RT

114.47 RT47+42.86

46+64.74 58.72 RT

46+96.85 49.30 RT

129.19 RT48+29.38

141.33 RT49+12.40

49+73.72 155.91 RT

217.96 RT50+24.91

50+25.45 236.98 RT

P19

P20

P21

46+05.54

158.03 RT

80.00 RT

47+16.04

50+03.93 238.56 RT

121

30"X36"

R3-5R

23

ONLY

PHASE I - STAGE A
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 MARKING

TEMPORARY

15'15'

TYPICAL SECTION 1-C

N.T.S.

LANELANE

BARRIER

CONCRETE 

2% SLOPE

[

4(H):1(V) 4(H):1(V)

 

2' OFFSET2' OFFSET

 PAVEMENT

TEMPORARY

2102SYFLEXIBLE PAVEMENT STRUCTURE REPAIR(10")6006351

1

1

1

1

512 6008 PORT CTB (FUR & INST)(F-SHAPE)(TY 4) LF 900

512 6056 PORT CTB (REMOVE)(F-SHAPE)(TY 4) LF 900

SALV, HAUL & STKPL RCL APH PV (0"TO 4") SY 15346008305
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SCALE: N.T.S.KEY MAP

 

TRAFFIC CONTROL

0

      

SCALE: H: 1" = 100'

100'50'

LEGEND

WORK ZONE

NOTES:

DIRECTION OF TRAFFIC

TRAFFIC LANE AND 

MARKERS

TEMPORARY PAVEMENT 

TYPE III BARRICADE

CHANNELIZING DRUMS

PANELS

CHANNELIZING VERTICAL 

REMOV (Y) & (W) (SLD)

WK ZN PAV MRK

REMOV (Y) (SLD) (DBL)

WK ZN PAV MRK

CONSTRUCTION WARNING SIGN

BOARD

PORTABLE FLASHING ARROW 

PAVEMENT STRUCTURE REPAIR

TEMPORARY FLEXIBLE 

(DOT)(PUPPY TRACKS)

WK ZN PAV MRK REMOV (W)

COUNTY

EL PASO

060924

STATE

TEXAS ELP

DIST.

CONT. SECT. HIGHWAY NO.

6

JOB

CS

FEDERAL AID PROJECT NO.
DIV.NO.

FED.RD.

NO.

SHEET

WIDENING/BUILD
PELLICANO DR.
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915.544.5232  |  www.ceagroup.net

4712 Woodrow Bean, Ste. F  El Paso, TX 79924

TEXAS REGISTERED ENGINEERING FIRM F-4564

SHEET    OF

TEMPORARY TRAFFIC SIGNAL

CBI 2020 (432)

CONSIDERED SUBSIDIARY UNDER ITEM 502.

CONDITION TREATMENT TYPES. CONDITION TREATMENTS SHALL BE 

11. VARYING EDGE CONDITIONS MAY EXIST. REFER TO WORKSHEET FOR EDGE 

REPAIR DETAIL.

10. TEMPORARY DRIVEWAY ACCESS REFER TO FLEXIBLE PAVEMENT STRUCTURE 

CONTRACTORS FOR FUTURE DEVELOPMENTS DURING CONSTRUCTION.

9. CONTRACTOR SHALL COORDINATE WITH COUNTY, OWNER AND OTHER 

MAINTAINED AT ALL TIMES.

COMMENCEMENT OF THIS WORK TO ENSURE VEHICULAR ACCESS IN 

COORDINATE WITH INDIVIDUAL PROPERTY OWNERS PRIOR TO 

DRIVEWAY ACCESS WITHIN ITS RESPECTIVE PHASE AND SHALL 

8. CONTRACTOR SHALL FULLY CONSTRUCT ALL AREAS DESIGNATED FOR 

OBSTRUCTIONS.

ALTERED TO ACCOMMODATE FIELD CONDITIONS OR VISUAL 

7. PLACEMENT OF WARNING SIGNS, AS SHOWN ON THESE PLANS, MAY BE 

AND OTHER CHANNELIZING DEVICES.

6. REFER TO LATEST BC SHEETS FOR PROPER SPACING OF PLASTIC DRUMS 

5. FOR PLACEMENT AND HEIGHT OF WARNING LIGHTS REFER TO BC(7)-14.

SHOULD BE PLACED AT A MAXIMUM SPACING OF 10 FEET.

PRACTICABLE, THE CHANNELIZING DEVICES IN THE AREA OF CONFLICT 

4. FOR WORK ZONE PROJECTS WHEN PAVEMENT MARKING REMOVAL IS NOT 

AND SHALL BE SUBSIDIARY TO ITEM 502.

PROJECTS. WORK- ZONE MARKINGS MUST BE INSTALLED WHERE NEEDED 

3. CONFLICTING PAVEMENT MARKINGS MUST BE REMOVED FOR LONG-TERM 

2. ADVISORY SPEED TO BE DETERMINED IN THE FIELD BY THE ENGINEER.

ADVANCE WARNING AREA.

1. FOR NIGHTTIME, USE APPROPRIATE FLASHING WARNING LIGHTS IN THE 

07/31/19

87318
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CONCRETE BARRIER

70+00 75+00 80+00

1-F

1-F

1
2
0
'

2

 STRUCTURE

 FLEXIBLE PAVEMENT

30' TEMPORARY

STOP SIGN

EXISTING 

MARKING

EXISTING

A
I

R
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O
U

P
E
 

R
D
.

 @ 10' OFFSET

CHANNELIZING DRUMS

31

PELLICANO DR.

1

12

1

32

R.O.W.

EXISTING 
@ 40' OFFSET

CHANNELIZING DRUMS 

32

R.O.W.

EXISTING 

6

(4")
(Y) (SLD) (DBL) 
REMOV
WK ZN PAV MRK 

@ 40' OFFSET

VERTICAL PANELS 

CHANNELIZING 

 OFFSET

DRUMS @ 40'

CHANNELIZING 

 (W)(SLD)(4")
 REMOV

 PAV MRK
WK ZN

MARKERS
PAVEMENT 
EXISTING 
ELIMINATE 

MARKERS
PAVEMENT 
EXISTING 
ELIMINATE 

 REMOV(W)(SLD)(4")
WK ZN PAV MRK

85+00 90+00

1-G

1-G

STRUCTURE

FLEXIBLE PAVEMENT 

30' TEMPORARY 

STRUCTURE

FLEXIBLE PAVEMENT 

17' TEMPORARY 

MARKING

EXISTING

OFFSET

DRUMS @ 10' 

CHANNELIZING

@ 40' OFFSET

CHANNELIZING DRUMS 

R.O.W.

EXISTING 

PELLICANO DR.

 OFFSET

 DRUMS @ 10'

CHANNELIZING

EXISTING R.O.W.

1
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1 1 1
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PHASE I - STAGE B

CODE DESCRIPTION QTY

SHEET TOTALS

ITEM UNIT

351 6006 FLEXIBLE PAVEMENT STRUCTURE REPAIR(10") SY 854

1

48"X30"

R11-2

C L O S E D

R O A D

2

48"X48"

CW20-1

ROAD

WORK

AHEAD

6

48"X24"

G20-2

E N D

R O A D   W O R K

36"X36"

R1-1

12

STOP

31

48'X24'

CW1-7

6
"

(95% COMPACTION)

SUBGRADE PREP 

N.T.S.

PG 64-22

HMAC TYPE C

PAVEMENT STRUCTURE REPAIR

TEMPORARY FLEXIBLE 

1
0
"

4
"

CHANNELIZING DRUMS

N.T.S.

TYPICAL SECTION 1-G
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TYPICAL SECTION 1-F

LANE

13'

 MARKINGS

EXISTING

26' 13' 16' 32' 10'

1'

LANE

MARKINGS

EXISTING 

3'

 MARKINGS

TEMPORARY  STRUCYTURE

EXISTING PAVEMENT

ROAD CLOSURE

[

305 6008 SYSALV, HAUL & STKPL RCL APH PV (0"TO 4") 8561

68-A2

10/18/19

NO. DESCRIPTIONDATE BY

REVISIONS

CEA1 ADDENDUM NO. 210/18/19
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SCALE: N.T.S.KEY MAP

 

TRAFFIC CONTROL

0

      

SCALE: H: 1" = 100'

100'50'

LEGEND

WORK ZONE

NOTES:

DIRECTION OF TRAFFIC

TRAFFIC LANE AND 

MARKERS

TEMPORARY PAVEMENT 

TYPE III BARRICADE

CHANNELIZING DRUMS

PANELS

CHANNELIZING VERTICAL 

REMOV (Y) & (W) (SLD)

WK ZN PAV MRK

REMOV (Y) (SLD) (DBL)

WK ZN PAV MRK

CONSTRUCTION WARNING SIGN

BOARD

PORTABLE FLASHING ARROW 

PAVEMENT STRUCTURE REPAIR

TEMPORARY FLEXIBLE 

(DOT)(PUPPY TRACKS)

WK ZN PAV MRK REMOV (W)

COUNTY

EL PASO

060924

STATE

TEXAS ELP

DIST.

CONT. SECT. HIGHWAY NO.

6

JOB

CS

FEDERAL AID PROJECT NO.
DIV.NO.

FED.RD.

NO.

SHEET

WIDENING/BUILD
PELLICANO DR.
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915.544.5232  |  www.ceagroup.net

4712 Woodrow Bean, Ste. F  El Paso, TX 79924

TEXAS REGISTERED ENGINEERING FIRM F-4564

SHEET    OF

TEMPORARY TRAFFIC SIGNAL

CBI 2020 (432)

CONSIDERED SUBSIDIARY UNDER ITEM 502.

CONDITION TREATMENT TYPES. CONDITION TREATMENTS SHALL BE 

11. VARYING EDGE CONDITIONS MAY EXIST. REFER TO WORKSHEET FOR EDGE 

REPAIR DETAIL.

10. TEMPORARY DRIVEWAY ACCESS REFER TO FLEXIBLE PAVEMENT STRUCTURE 

CONTRACTORS FOR FUTURE DEVELOPMENTS DURING CONSTRUCTION.

9. CONTRACTOR SHALL COORDINATE WITH COUNTY, OWNER AND OTHER 

MAINTAINED AT ALL TIMES.

COMMENCEMENT OF THIS WORK TO ENSURE VEHICULAR ACCESS IN 

COORDINATE WITH INDIVIDUAL PROPERTY OWNERS PRIOR TO 

DRIVEWAY ACCESS WITHIN ITS RESPECTIVE PHASE AND SHALL 

8. CONTRACTOR SHALL FULLY CONSTRUCT ALL AREAS DESIGNATED FOR 

OBSTRUCTIONS.

ALTERED TO ACCOMMODATE FIELD CONDITIONS OR VISUAL 

7. PLACEMENT OF WARNING SIGNS, AS SHOWN ON THESE PLANS, MAY BE 

AND OTHER CHANNELIZING DEVICES.

6. REFER TO LATEST BC SHEETS FOR PROPER SPACING OF PLASTIC DRUMS 

5. FOR PLACEMENT AND HEIGHT OF WARNING LIGHTS REFER TO BC(7)-14.

SHOULD BE PLACED AT A MAXIMUM SPACING OF 10 FEET.

PRACTICABLE, THE CHANNELIZING DEVICES IN THE AREA OF CONFLICT 

4. FOR WORK ZONE PROJECTS WHEN PAVEMENT MARKING REMOVAL IS NOT 

AND SHALL BE SUBSIDIARY TO ITEM 502.

PROJECTS. WORK- ZONE MARKINGS MUST BE INSTALLED WHERE NEEDED 

3. CONFLICTING PAVEMENT MARKINGS MUST BE REMOVED FOR LONG-TERM 

2. ADVISORY SPEED TO BE DETERMINED IN THE FIELD BY THE ENGINEER.

ADVANCE WARNING AREA.

1. FOR NIGHTTIME, USE APPROPRIATE FLASHING WARNING LIGHTS IN THE 
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1-H

1-H

EXISTING MARKING

EXISTING R.O.W.

EXISTING R.O.W.

PELLICANO DR.

@ 40' OFFSET

CHANNELIZING DRUMS
@ 10' OFFSET

CHANNELIZING DRUMS

STRUCTURE

FLEXIBLE PAVEMENT

60' TEMPORARY

12

1

1

105+00 110+00 115+00

EXISTING MARKING

R.O.W.

EXISTING 

PELLICANO DR.

@ 40' OFFSET

CHANNELIZING DRUMSEXISTING R.O.W. 1-I
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PHASE I - STAGE B
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CHANNELIZING DRUMS
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TYPICAL SECTION 1-H
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60' 13' 6'
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13' 8'

3'

MARKING

EXISTING

4'2'

13'5'

WORK ZONE

60' 21'

36"X36"

R1-1

12

STOP

1

48"X30"

R11-2

C L O S E D

R O A D

CODE DESCRIPTION QTY

SHEET TOTALS

ITEM UNIT

305 6008 SALV, HAUL & STKPL RCL APH PV (0"TO 4") SY 596

6
"

(95% COMPACTION)

SUBGRADE PREP 

N.T.S.

PG 64-22

HMAC TYPE C

PAVEMENT STRUCTURE REPAIR

TEMPORARY FLEXIBLE 

1
0
"

4
"

351 6006 FLEXIBLE PAVEMENT STRUCTURE REPAIR(10") SY 596

1

69-A2

10/18/19

NO. DESCRIPTIONDATE BY

REVISIONS

CEAADDENDUM NO. 210/18/191
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SCALE: N.T.S.KEY MAP

 

TRAFFIC CONTROL
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SCALE: H: 1" = 100'

100'50'

LEGEND

WORK ZONE

NOTES:

DIRECTION OF TRAFFIC

TRAFFIC LANE AND 

MARKERS

TEMPORARY PAVEMENT 

TYPE III BARRICADE

CHANNELIZING DRUMS

PANELS

CHANNELIZING VERTICAL 

REMOV (Y) & (W) (SLD)

WK ZN PAV MRK

REMOV (Y) (SLD) (DBL)

WK ZN PAV MRK

CONSTRUCTION WARNING SIGN

BOARD

PORTABLE FLASHING ARROW 

PAVEMENT STRUCTURE REPAIR

TEMPORARY FLEXIBLE 

(DOT)(PUPPY TRACKS)

WK ZN PAV MRK REMOV (W)

COUNTY

EL PASO

060924

STATE

TEXAS ELP

DIST.

CONT. SECT. HIGHWAY NO.

6

JOB

CS

FEDERAL AID PROJECT NO.
DIV.NO.

FED.RD.

NO.

SHEET

WIDENING/BUILD
PELLICANO DR.
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4712 Woodrow Bean, Ste. F  El Paso, TX 79924

TEXAS REGISTERED ENGINEERING FIRM F-4564

SHEET    OF

TEMPORARY TRAFFIC SIGNAL

CBI 2020 (432)

CONSIDERED SUBSIDIARY UNDER ITEM 502.

CONDITION TREATMENT TYPES. CONDITION TREATMENTS SHALL BE 

11. VARYING EDGE CONDITIONS MAY EXIST. REFER TO WORKSHEET FOR EDGE 

REPAIR DETAIL.

10. TEMPORARY DRIVEWAY ACCESS REFER TO FLEXIBLE PAVEMENT STRUCTURE 

CONTRACTORS FOR FUTURE DEVELOPMENTS DURING CONSTRUCTION.

9. CONTRACTOR SHALL COORDINATE WITH COUNTY, OWNER AND OTHER 

MAINTAINED AT ALL TIMES.

COMMENCEMENT OF THIS WORK TO ENSURE VEHICULAR ACCESS IN 

COORDINATE WITH INDIVIDUAL PROPERTY OWNERS PRIOR TO 

DRIVEWAY ACCESS WITHIN ITS RESPECTIVE PHASE AND SHALL 

8. CONTRACTOR SHALL FULLY CONSTRUCT ALL AREAS DESIGNATED FOR 

OBSTRUCTIONS.

ALTERED TO ACCOMMODATE FIELD CONDITIONS OR VISUAL 

7. PLACEMENT OF WARNING SIGNS, AS SHOWN ON THESE PLANS, MAY BE 

AND OTHER CHANNELIZING DEVICES.

6. REFER TO LATEST BC SHEETS FOR PROPER SPACING OF PLASTIC DRUMS 

5. FOR PLACEMENT AND HEIGHT OF WARNING LIGHTS REFER TO BC(7)-14.

SHOULD BE PLACED AT A MAXIMUM SPACING OF 10 FEET.

PRACTICABLE, THE CHANNELIZING DEVICES IN THE AREA OF CONFLICT 

4. FOR WORK ZONE PROJECTS WHEN PAVEMENT MARKING REMOVAL IS NOT 

AND SHALL BE SUBSIDIARY TO ITEM 502.

PROJECTS. WORK- ZONE MARKINGS MUST BE INSTALLED WHERE NEEDED 

3. CONFLICTING PAVEMENT MARKINGS MUST BE REMOVED FOR LONG-TERM 

2. ADVISORY SPEED TO BE DETERMINED IN THE FIELD BY THE ENGINEER.

ADVANCE WARNING AREA.

1. FOR NIGHTTIME, USE APPROPRIATE FLASHING WARNING LIGHTS IN THE 
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CHANNELIZING DRUMS
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MARKING
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3'1'

5' 13'13'21'

CODE DESCRIPTION QTY

SHEET TOTALS

ITEM UNIT

351 6006 FLEXIBLE PAVEMENT STRUCTURE REPAIR(10") SY 663

1

48"X30"

R11-2

C L O S E D

R O A D

36"X36"

R1-1

12

STOP

6
"

(95% COMPACTION)

SUBGRADE PREP 

N.T.S.

PG 64-22

HMAC TYPE C

PAVEMENT STRUCTURE REPAIR

TEMPORARY FLEXIBLE 

1
0
"

4
"

SALV, HAUL & STKPL RCL APH PV (0"TO 4")305 6008 SY 6631

70-A2

10/18/19

NO. DESCRIPTIONDATE BY

REVISIONS

CEA1 ADDENDUM NO. 210/18/19
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SCALE: N.T.S.KEY MAP

 

TRAFFIC CONTROL

0

      

SCALE: H: 1" = 100'

100'50'

LEGEND

WORK ZONE

NOTES:

DIRECTION OF TRAFFIC

TRAFFIC LANE AND 

MARKERS

TEMPORARY PAVEMENT 

TYPE III BARRICADE

CHANNELIZING DRUMS

PANELS

CHANNELIZING VERTICAL 

REMOV (Y) & (W) (SLD)

WK ZN PAV MRK

REMOV (Y) (SLD) (DBL)

WK ZN PAV MRK

CONSTRUCTION WARNING SIGN

BOARD

PORTABLE FLASHING ARROW 

PAVEMENT STRUCTURE REPAIR

TEMPORARY FLEXIBLE 

(DOT)(PUPPY TRACKS)

WK ZN PAV MRK REMOV (W)

COUNTY

EL PASO

060924

STATE

TEXAS ELP

DIST.

CONT. SECT. HIGHWAY NO.

6

JOB

CS

FEDERAL AID PROJECT NO.
DIV.NO.

FED.RD.

NO.

SHEET

WIDENING/BUILD
PELLICANO DR.

534

  

aec
   

915.544.5232  |  www.ceagroup.net

4712 Woodrow Bean, Ste. F  El Paso, TX 79924

TEXAS REGISTERED ENGINEERING FIRM F-4564

SHEET    OF

TEMPORARY TRAFFIC SIGNAL

CBI 2020 (432)

CONSIDERED SUBSIDIARY UNDER ITEM 502.

CONDITION TREATMENT TYPES. CONDITION TREATMENTS SHALL BE 

11. VARYING EDGE CONDITIONS MAY EXIST. REFER TO WORKSHEET FOR EDGE 

REPAIR DETAIL.

10. TEMPORARY DRIVEWAY ACCESS REFER TO FLEXIBLE PAVEMENT STRUCTURE 

CONTRACTORS FOR FUTURE DEVELOPMENTS DURING CONSTRUCTION.

9. CONTRACTOR SHALL COORDINATE WITH COUNTY, OWNER AND OTHER 

MAINTAINED AT ALL TIMES.

COMMENCEMENT OF THIS WORK TO ENSURE VEHICULAR ACCESS IN 

COORDINATE WITH INDIVIDUAL PROPERTY OWNERS PRIOR TO 

DRIVEWAY ACCESS WITHIN ITS RESPECTIVE PHASE AND SHALL 

8. CONTRACTOR SHALL FULLY CONSTRUCT ALL AREAS DESIGNATED FOR 

OBSTRUCTIONS.

ALTERED TO ACCOMMODATE FIELD CONDITIONS OR VISUAL 

7. PLACEMENT OF WARNING SIGNS, AS SHOWN ON THESE PLANS, MAY BE 

AND OTHER CHANNELIZING DEVICES.

6. REFER TO LATEST BC SHEETS FOR PROPER SPACING OF PLASTIC DRUMS 

5. FOR PLACEMENT AND HEIGHT OF WARNING LIGHTS REFER TO BC(7)-14.

SHOULD BE PLACED AT A MAXIMUM SPACING OF 10 FEET.

PRACTICABLE, THE CHANNELIZING DEVICES IN THE AREA OF CONFLICT 

4. FOR WORK ZONE PROJECTS WHEN PAVEMENT MARKING REMOVAL IS NOT 

AND SHALL BE SUBSIDIARY TO ITEM 502.

PROJECTS. WORK- ZONE MARKINGS MUST BE INSTALLED WHERE NEEDED 

3. CONFLICTING PAVEMENT MARKINGS MUST BE REMOVED FOR LONG-TERM 

2. ADVISORY SPEED TO BE DETERMINED IN THE FIELD BY THE ENGINEER.

ADVANCE WARNING AREA.

1. FOR NIGHTTIME, USE APPROPRIATE FLASHING WARNING LIGHTS IN THE 

07/31/19
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PHASE I - STAGE B
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CODE DESCRIPTION QTY

SHEET TOTALS

ITEM UNIT

351 6006 FLEXIBLE PAVEMENT STRUCTURE REPAIR(10") SY 1234

36"X36"

R1-1

12

STOP

6

48"X24"

G20-2

E N D

R O A D   W O R K

2

48"X48"

CW20-1

ROAD

WORK

AHEAD

1

48"X30"

R11-2

C L O S E D

R O A D

6
"

(95% COMPACTION)

SUBGRADE PREP 

N.T.S.

PG 64-22

HMAC TYPE C

PAVEMENT STRUCTURE REPAIR

TEMPORARY FLEXIBLE 

1
0
"

4
"

12'

CHANNELIZING DRUMS

MARKING 

EXISTING 

WORK ZONE
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4'WORK ZONE
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305 6008 SALV, HAUL & STKPL RCL APH PV (0"TO 4") SY 12341

71-A2

10/18/19

NO. DESCRIPTIONDATE BY

REVISIONS

CEA1 ADDENDUM NO. 210/18/19
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SCALE: N.T.S.KEY MAP

 

TRAFFIC CONTROL

0

      

SCALE: H: 1" = 100'

100'50'

LEGEND

WORK ZONE

NOTES:

DIRECTION OF TRAFFIC

TRAFFIC LANE AND 

MARKERS

TEMPORARY PAVEMENT 

TYPE III BARRICADE

CHANNELIZING DRUMS

PANELS

CHANNELIZING VERTICAL 

REMOV (Y) & (W) (SLD)

WK ZN PAV MRK

REMOV (Y) (SLD) (DBL)

WK ZN PAV MRK

CONSTRUCTION WARNING SIGN

BOARD

PORTABLE FLASHING ARROW 

PAVEMENT STRUCTURE REPAIR

TEMPORARY FLEXIBLE 

(DOT)(PUPPY TRACKS)

WK ZN PAV MRK REMOV (W)

COUNTY

EL PASO

060924

STATE

TEXAS ELP

DIST.

CONT. SECT. HIGHWAY NO.

6

JOB

CS

FEDERAL AID PROJECT NO.
DIV.NO.

FED.RD.

NO.

SHEET

WIDENING/BUILD
PELLICANO DR.
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915.544.5232  |  www.ceagroup.net

4712 Woodrow Bean, Ste. F  El Paso, TX 79924

TEXAS REGISTERED ENGINEERING FIRM F-4564

SHEET    OF

TEMPORARY TRAFFIC SIGNAL

CBI 2020 (432)

CONSIDERED SUBSIDIARY UNDER ITEM 502.

CONDITION TREATMENT TYPES. CONDITION TREATMENTS SHALL BE 

11. VARYING EDGE CONDITIONS MAY EXIST. REFER TO WORKSHEET FOR EDGE 

REPAIR DETAIL.

10. TEMPORARY DRIVEWAY ACCESS REFER TO FLEXIBLE PAVEMENT STRUCTURE 

CONTRACTORS FOR FUTURE DEVELOPMENTS DURING CONSTRUCTION.

9. CONTRACTOR SHALL COORDINATE WITH COUNTY, OWNER AND OTHER 

MAINTAINED AT ALL TIMES.

COMMENCEMENT OF THIS WORK TO ENSURE VEHICULAR ACCESS IN 

COORDINATE WITH INDIVIDUAL PROPERTY OWNERS PRIOR TO 

DRIVEWAY ACCESS WITHIN ITS RESPECTIVE PHASE AND SHALL 

8. CONTRACTOR SHALL FULLY CONSTRUCT ALL AREAS DESIGNATED FOR 

OBSTRUCTIONS.

ALTERED TO ACCOMMODATE FIELD CONDITIONS OR VISUAL 

7. PLACEMENT OF WARNING SIGNS, AS SHOWN ON THESE PLANS, MAY BE 

AND OTHER CHANNELIZING DEVICES.

6. REFER TO LATEST BC SHEETS FOR PROPER SPACING OF PLASTIC DRUMS 

5. FOR PLACEMENT AND HEIGHT OF WARNING LIGHTS REFER TO BC(7)-14.

SHOULD BE PLACED AT A MAXIMUM SPACING OF 10 FEET.

PRACTICABLE, THE CHANNELIZING DEVICES IN THE AREA OF CONFLICT 

4. FOR WORK ZONE PROJECTS WHEN PAVEMENT MARKING REMOVAL IS NOT 

AND SHALL BE SUBSIDIARY TO ITEM 502.

PROJECTS. WORK- ZONE MARKINGS MUST BE INSTALLED WHERE NEEDED 

3. CONFLICTING PAVEMENT MARKINGS MUST BE REMOVED FOR LONG-TERM 

2. ADVISORY SPEED TO BE DETERMINED IN THE FIELD BY THE ENGINEER.

ADVANCE WARNING AREA.

1. FOR NIGHTTIME, USE APPROPRIATE FLASHING WARNING LIGHTS IN THE 
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1 1
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EXISTING R.O.W. (Y) (SLD) (DBL) (4")
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 PAVEMENT
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ELIMINATE
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ELIMINATE 
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TYPICAL SECTION 2-A

N.T.S.

PHASE II

 

1

72'

12'13'

55'5'

60'

ROAD CLOSURE

WORK ZONE

TYPICAL SECTION 2-B
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3

VERTICAL PANELS

CHANNELIZING
DRUMS

CHANNELIZING

35' 7' 6'9' 12' 12' 12' 12'

17' 18'

15'

1'

CODE DESCRIPTION QTY

SHEET TOTALS

ITEM UNIT

LF6095

LF6001 ELIM EXT PAV MRK & MRKS (4")

662

677

351 6006 FLEXIBLE PAVEMENT STRUCTURE REPAIR(10") SY

WK ZN PAV MRK REMOV (Y)4"(SLD)

662 LF6063 WK ZN PAV MRK REMOV (W)4"(SLD)

634

2609

3814

1

48"X30"

R11-2

C L O S E D

R O A D

5

48"X48"

CW4-1aTL

m e r g e

t h r u

t r a f f i c

l e f t

36"X36"

R3-2

8

48"X48"

CW6-3

9

36"X36"

R1-1

12

STOP

14

30"X30"

R3-7R

R I G H T   L A N E

M U S T

T U R N   R I G H T

24"X12"

R9-9

15

s i d e w a l k

C L O S E D

(95% COMPACTION)

SUBGRADE PREP 

N.T.S.

PG 64-22

HMAC TYPE C

PAVEMENT STRUCTURE REPAIR

TEMPORARY FLEXIBLE 

6
"

4
"

1
0
"

CONCRETE BARRIER

MARKING

TEMPORARY 

CLOSURE

ROAD

 PAVEMENT

 EXISTING

EDGE OF

662 6060 WK ZN PAV MRK REMOV (W)4"(BRK) LF 30

1231

SALV, HAUL & STKPL RCL APH PV (0"TO 4") SY 63460083051

512 6010 PORT CTB (FUR & INST)(LOW PROF)(TY 2) LF 40

512 6009 PORT CTB (FUR & INST)(LOW PROF)(TY 1) LF 500

512 6034 PORT CTB (MOVE)(LOW PROF)(TY 2) LF 40

512 6033 PORT CTB (MOVE)(LOW PROF)(TY 1) LF 500

1

73-A2

1

10/18/19

NO. DESCRIPTIONDATE BY

REVISIONS

CEA1 ADDENDUM NO. 210/18/19
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SCALE: N.T.S.KEY MAP

 

TRAFFIC CONTROL
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SCALE: H: 1" = 100'

100'50'

LEGEND

WORK ZONE

NOTES:

DIRECTION OF TRAFFIC

TRAFFIC LANE AND 

MARKERS

TEMPORARY PAVEMENT 

TYPE III BARRICADE

CHANNELIZING DRUMS

PANELS

CHANNELIZING VERTICAL 

REMOV (Y) & (W) (SLD)

WK ZN PAV MRK

REMOV (Y) (SLD) (DBL)

WK ZN PAV MRK

CONSTRUCTION WARNING SIGN

BOARD

PORTABLE FLASHING ARROW 

PAVEMENT STRUCTURE REPAIR

TEMPORARY FLEXIBLE 

(DOT)(PUPPY TRACKS)

WK ZN PAV MRK REMOV (W)

COUNTY

EL PASO

060924

STATE

TEXAS ELP

DIST.

CONT. SECT. HIGHWAY NO.

6

JOB

CS

FEDERAL AID PROJECT NO.
DIV.NO.

FED.RD.

NO.

SHEET

WIDENING/BUILD
PELLICANO DR.
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4712 Woodrow Bean, Ste. F  El Paso, TX 79924

TEXAS REGISTERED ENGINEERING FIRM F-4564

SHEET    OF

TEMPORARY TRAFFIC SIGNAL

CBI 2020 (432)

CONSIDERED SUBSIDIARY UNDER ITEM 502.

CONDITION TREATMENT TYPES. CONDITION TREATMENTS SHALL BE 

11. VARYING EDGE CONDITIONS MAY EXIST. REFER TO WORKSHEET FOR EDGE 

REPAIR DETAIL.

10. TEMPORARY DRIVEWAY ACCESS REFER TO FLEXIBLE PAVEMENT STRUCTURE 

CONTRACTORS FOR FUTURE DEVELOPMENTS DURING CONSTRUCTION.

9. CONTRACTOR SHALL COORDINATE WITH COUNTY, OWNER AND OTHER 

MAINTAINED AT ALL TIMES.

COMMENCEMENT OF THIS WORK TO ENSURE VEHICULAR ACCESS IN 

COORDINATE WITH INDIVIDUAL PROPERTY OWNERS PRIOR TO 

DRIVEWAY ACCESS WITHIN ITS RESPECTIVE PHASE AND SHALL 

8. CONTRACTOR SHALL FULLY CONSTRUCT ALL AREAS DESIGNATED FOR 

OBSTRUCTIONS.

ALTERED TO ACCOMMODATE FIELD CONDITIONS OR VISUAL 

7. PLACEMENT OF WARNING SIGNS, AS SHOWN ON THESE PLANS, MAY BE 

AND OTHER CHANNELIZING DEVICES.

6. REFER TO LATEST BC SHEETS FOR PROPER SPACING OF PLASTIC DRUMS 

5. FOR PLACEMENT AND HEIGHT OF WARNING LIGHTS REFER TO BC(7)-14.

SHOULD BE PLACED AT A MAXIMUM SPACING OF 10 FEET.

PRACTICABLE, THE CHANNELIZING DEVICES IN THE AREA OF CONFLICT 

4. FOR WORK ZONE PROJECTS WHEN PAVEMENT MARKING REMOVAL IS NOT 

AND SHALL BE SUBSIDIARY TO ITEM 502.

PROJECTS. WORK- ZONE MARKINGS MUST BE INSTALLED WHERE NEEDED 

3. CONFLICTING PAVEMENT MARKINGS MUST BE REMOVED FOR LONG-TERM 

2. ADVISORY SPEED TO BE DETERMINED IN THE FIELD BY THE ENGINEER.

ADVANCE WARNING AREA.

1. FOR NIGHTTIME, USE APPROPRIATE FLASHING WARNING LIGHTS IN THE 
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CODE DESCRIPTION QTY

SHEET TOTALS

ITEM UNIT

6080
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LF6001 ELIM EXT PAV MRK & MRKS (4")
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TRAFFIC CONTROL

0

      

SCALE: H: 1" = 100'

100'50'

LEGEND

WORK ZONE

NOTES:

DIRECTION OF TRAFFIC

TRAFFIC LANE AND 

MARKERS

TEMPORARY PAVEMENT 

TYPE III BARRICADE

CHANNELIZING DRUMS

PANELS

CHANNELIZING VERTICAL 

REMOV (Y) & (W) (SLD)

WK ZN PAV MRK

REMOV (Y) (SLD) (DBL)

WK ZN PAV MRK

CONSTRUCTION WARNING SIGN

BOARD

PORTABLE FLASHING ARROW 

PAVEMENT STRUCTURE REPAIR

TEMPORARY FLEXIBLE 

(DOT)(PUPPY TRACKS)

WK ZN PAV MRK REMOV (W)

COUNTY

EL PASO

060924

STATE

TEXAS ELP

DIST.

CONT. SECT. HIGHWAY NO.

6

JOB

CS

FEDERAL AID PROJECT NO.
DIV.NO.

FED.RD.

NO.

SHEET

WIDENING/BUILD
PELLICANO DR.

534

  

aec
   

915.544.5232  |  www.ceagroup.net

4712 Woodrow Bean, Ste. F  El Paso, TX 79924

TEXAS REGISTERED ENGINEERING FIRM F-4564

SHEET    OF

TEMPORARY TRAFFIC SIGNAL

CBI 2020 (432)

CONSIDERED SUBSIDIARY UNDER ITEM 502.

CONDITION TREATMENT TYPES. CONDITION TREATMENTS SHALL BE 

11. VARYING EDGE CONDITIONS MAY EXIST. REFER TO WORKSHEET FOR EDGE 

REPAIR DETAIL.

10. TEMPORARY DRIVEWAY ACCESS REFER TO FLEXIBLE PAVEMENT STRUCTURE 

CONTRACTORS FOR FUTURE DEVELOPMENTS DURING CONSTRUCTION.

9. CONTRACTOR SHALL COORDINATE WITH COUNTY, OWNER AND OTHER 

MAINTAINED AT ALL TIMES.

COMMENCEMENT OF THIS WORK TO ENSURE VEHICULAR ACCESS IN 

COORDINATE WITH INDIVIDUAL PROPERTY OWNERS PRIOR TO 

DRIVEWAY ACCESS WITHIN ITS RESPECTIVE PHASE AND SHALL 

8. CONTRACTOR SHALL FULLY CONSTRUCT ALL AREAS DESIGNATED FOR 

OBSTRUCTIONS.

ALTERED TO ACCOMMODATE FIELD CONDITIONS OR VISUAL 

7. PLACEMENT OF WARNING SIGNS, AS SHOWN ON THESE PLANS, MAY BE 

AND OTHER CHANNELIZING DEVICES.

6. REFER TO LATEST BC SHEETS FOR PROPER SPACING OF PLASTIC DRUMS 

5. FOR PLACEMENT AND HEIGHT OF WARNING LIGHTS REFER TO BC(7)-14.

SHOULD BE PLACED AT A MAXIMUM SPACING OF 10 FEET.

PRACTICABLE, THE CHANNELIZING DEVICES IN THE AREA OF CONFLICT 

4. FOR WORK ZONE PROJECTS WHEN PAVEMENT MARKING REMOVAL IS NOT 

AND SHALL BE SUBSIDIARY TO ITEM 502.

PROJECTS. WORK- ZONE MARKINGS MUST BE INSTALLED WHERE NEEDED 

3. CONFLICTING PAVEMENT MARKINGS MUST BE REMOVED FOR LONG-TERM 

2. ADVISORY SPEED TO BE DETERMINED IN THE FIELD BY THE ENGINEER.

ADVANCE WARNING AREA.

1. FOR NIGHTTIME, USE APPROPRIATE FLASHING WARNING LIGHTS IN THE 
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CODE DESCRIPTION QTY

SHEET TOTALS

ITEM UNIT
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LF6095

LF6001 ELIM EXT PAV MRK & MRKS (4")

662
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TRAFFIC CONTROL
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SCALE: H: 1" = 100'

100'50'

LEGEND

WORK ZONE

NOTES:

DIRECTION OF TRAFFIC

TRAFFIC LANE AND 

MARKERS

TEMPORARY PAVEMENT 

TYPE III BARRICADE

CHANNELIZING DRUMS

PANELS

CHANNELIZING VERTICAL 

REMOV (Y) & (W) (SLD)

WK ZN PAV MRK

REMOV (Y) (SLD) (DBL)

WK ZN PAV MRK

CONSTRUCTION WARNING SIGN

BOARD

PORTABLE FLASHING ARROW 

PAVEMENT STRUCTURE REPAIR

TEMPORARY FLEXIBLE 

(DOT)(PUPPY TRACKS)

WK ZN PAV MRK REMOV (W)

COUNTY

EL PASO

060924

STATE

TEXAS ELP

DIST.

CONT. SECT. HIGHWAY NO.

6

JOB

CS

FEDERAL AID PROJECT NO.
DIV.NO.

FED.RD.

NO.

SHEET

WIDENING/BUILD
PELLICANO DR.

534

  

aec
   

915.544.5232  |  www.ceagroup.net

4712 Woodrow Bean, Ste. F  El Paso, TX 79924

TEXAS REGISTERED ENGINEERING FIRM F-4564

SHEET    OF

TEMPORARY TRAFFIC SIGNAL

CBI 2020 (432)

CONSIDERED SUBSIDIARY UNDER ITEM 502.

CONDITION TREATMENT TYPES. CONDITION TREATMENTS SHALL BE 

11. VARYING EDGE CONDITIONS MAY EXIST. REFER TO WORKSHEET FOR EDGE 

REPAIR DETAIL.

10. TEMPORARY DRIVEWAY ACCESS REFER TO FLEXIBLE PAVEMENT STRUCTURE 

CONTRACTORS FOR FUTURE DEVELOPMENTS DURING CONSTRUCTION.

9. CONTRACTOR SHALL COORDINATE WITH COUNTY, OWNER AND OTHER 

MAINTAINED AT ALL TIMES.

COMMENCEMENT OF THIS WORK TO ENSURE VEHICULAR ACCESS IN 

COORDINATE WITH INDIVIDUAL PROPERTY OWNERS PRIOR TO 

DRIVEWAY ACCESS WITHIN ITS RESPECTIVE PHASE AND SHALL 

8. CONTRACTOR SHALL FULLY CONSTRUCT ALL AREAS DESIGNATED FOR 

OBSTRUCTIONS.

ALTERED TO ACCOMMODATE FIELD CONDITIONS OR VISUAL 

7. PLACEMENT OF WARNING SIGNS, AS SHOWN ON THESE PLANS, MAY BE 

AND OTHER CHANNELIZING DEVICES.

6. REFER TO LATEST BC SHEETS FOR PROPER SPACING OF PLASTIC DRUMS 

5. FOR PLACEMENT AND HEIGHT OF WARNING LIGHTS REFER TO BC(7)-14.

SHOULD BE PLACED AT A MAXIMUM SPACING OF 10 FEET.

PRACTICABLE, THE CHANNELIZING DEVICES IN THE AREA OF CONFLICT 

4. FOR WORK ZONE PROJECTS WHEN PAVEMENT MARKING REMOVAL IS NOT 

AND SHALL BE SUBSIDIARY TO ITEM 502.

PROJECTS. WORK- ZONE MARKINGS MUST BE INSTALLED WHERE NEEDED 

3. CONFLICTING PAVEMENT MARKINGS MUST BE REMOVED FOR LONG-TERM 

2. ADVISORY SPEED TO BE DETERMINED IN THE FIELD BY THE ENGINEER.

ADVANCE WARNING AREA.

1. FOR NIGHTTIME, USE APPROPRIATE FLASHING WARNING LIGHTS IN THE 
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CODE DESCRIPTION QTY

SHEET TOTALS

ITEM UNIT
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4712 Woodrow Bean, Ste. F  El Paso, TX 79924

TEXAS REGISTERED ENGINEERING FIRM F-4564

SHEET    OF

TEMPORARY TRAFFIC SIGNAL

CBI 2020 (432)

CONSIDERED SUBSIDIARY UNDER ITEM 502.

CONDITION TREATMENT TYPES. CONDITION TREATMENTS SHALL BE 

11. VARYING EDGE CONDITIONS MAY EXIST. REFER TO WORKSHEET FOR EDGE 

REPAIR DETAIL.

10. TEMPORARY DRIVEWAY ACCESS REFER TO FLEXIBLE PAVEMENT STRUCTURE 

CONTRACTORS FOR FUTURE DEVELOPMENTS DURING CONSTRUCTION.

9. CONTRACTOR SHALL COORDINATE WITH COUNTY, OWNER AND OTHER 

MAINTAINED AT ALL TIMES.

COMMENCEMENT OF THIS WORK TO ENSURE VEHICULAR ACCESS IN 

COORDINATE WITH INDIVIDUAL PROPERTY OWNERS PRIOR TO 

DRIVEWAY ACCESS WITHIN ITS RESPECTIVE PHASE AND SHALL 

8. CONTRACTOR SHALL FULLY CONSTRUCT ALL AREAS DESIGNATED FOR 

OBSTRUCTIONS.

ALTERED TO ACCOMMODATE FIELD CONDITIONS OR VISUAL 

7. PLACEMENT OF WARNING SIGNS, AS SHOWN ON THESE PLANS, MAY BE 

AND OTHER CHANNELIZING DEVICES.

6. REFER TO LATEST BC SHEETS FOR PROPER SPACING OF PLASTIC DRUMS 

5. FOR PLACEMENT AND HEIGHT OF WARNING LIGHTS REFER TO BC(7)-14.

SHOULD BE PLACED AT A MAXIMUM SPACING OF 10 FEET.

PRACTICABLE, THE CHANNELIZING DEVICES IN THE AREA OF CONFLICT 

4. FOR WORK ZONE PROJECTS WHEN PAVEMENT MARKING REMOVAL IS NOT 

AND SHALL BE SUBSIDIARY TO ITEM 502.

PROJECTS. WORK- ZONE MARKINGS MUST BE INSTALLED WHERE NEEDED 

3. CONFLICTING PAVEMENT MARKINGS MUST BE REMOVED FOR LONG-TERM 

2. ADVISORY SPEED TO BE DETERMINED IN THE FIELD BY THE ENGINEER.

ADVANCE WARNING AREA.

1. FOR NIGHTTIME, USE APPROPRIATE FLASHING WARNING LIGHTS IN THE 
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1 1

PHASE IX

 
CODE DESCRIPTION QTY

SHEET TOTALS

ITEM UNIT

LF6095662

LF6060662 WK ZN PAV MRK REMOV (W)4"(BRK)

WK ZN PAV MRK REMOV (Y)4"(SLD) 1035

1

48"X30"

R11-2

C L O S E D

R O A D

36"X36"

R3-2

8

20

48"X48"

CW20-5TL

LEFT
LANE

CLOSED
24"X12"

R9-9

15

s i d e w a l k

C L O S E D

11

48"X48"

CW9-2TR

L A N E

M E R G E

E N D S

R I G H T

2

48"X48"

CW20-1

ROAD

WORK

AHEAD

6

48"X24"

G20-2

E N D

R O A D   W O R K

39

48"X48"

CW1-4BR

14

30"X30"

R3-7R

R I G H T   L A N E

M U S T

T U R N   R I G H T

5

48"X48"

CW4-1aTL

m e r g e

t h r u

t r a f f i c

l e f t

E
X
I

S
T
I

N
G
 

R
.

O
.

W
.

E
X
I

S
T
I

N
G
 

R
.

O
.

W
.

 MARKING

TEMPORARY

N.T.S.

[

25'

12'9' 13' 12' 12'

26'

11'WORK ZONE

TYPICAL SECTION  9-A

MARKING

TEMPORARY 

BARRIER

CONCRETE 

 BARRIER

CONCRETE

200LFWK ZN PAV MRK REMOV (W)4"(SLD)6063662

2570

[

E
X
I

S
T
I

N
G
 

R
.

O
.

W
.

CURB
PROPOSED

TYPICAL SECTION 9-B

N.T.S.

E
X
I

S
T
I

N
G
 

R
.

O
.

W
.

MARKING

TEMPORARY

LANELANE LANE

& GUTTER

CURB

PROPOSED 

7' 12' 11' 18' 12'10'12'11'18'9'

LANE LANE LANE

MARKING

TEMPORARY
 GUTTER

CURB &
PROPOSED

 STA. 24+00 TO 30+00
SIGNAGE FROM

TEMPORARY STRIPING AND 
REFER TO NEXT PHASE FOR 

FROM STA.6+00 TO 24+00.
TYPICAL TEMPORARY STRIPING 

512 6058 PORT CTB (REMOVE)(LOW PROF)(TY 2) LF 40

512 6033 PORT CTB (MOVE)(LOW PROF)(TY 1) LF 140

512 6057 PORT CTB (REMOVE)(LOW PROF)(TY 1) LF 1060

1

1

1

1

85-A2

SALV, HAUL & STKPL RCL APH PV (0"TO 4") SY 1116008305

512 6009 PORT CTB (FUR & INST)(LOW PROF)(TY 1) LF 360

10/18/19

NO. DESCRIPTIONDATE BY

REVISIONS

CEA1 ADDENDUM NO. 210/18/19
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LANELANE

15'11'11'11'16'30'26'

N.T.S.

TYPICAL SECTION 10-D

[

MARKING

EXISTING

VERTICAL PANELS

CHANNELIZING

& GUTTER

EXISTING CURB

& GUTTER

EXISTING CURB

E
X
I

S
T
I

N
G
 

R
.

O
.

W
.

E
X
I

S
T
I

N
G
 

R
.

O
.

W
.

ROAD CLOSURE

12'
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N
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R
.

O
.

W
.

[

E
X
I

S
T
I

N
G
 

R
.

O
.

W
.

MARKING

EXISTING 

N.T.S.

TYPICAL SECTION 10-C & GUTTER

CURB

EXISITNG 

11' 15'12' 11' 11'

 CURB

EXISITNG

MARKING

EXISTING

ROAD CLOSURE
     60'

EA

CODE DESCRIPTION QTY

SHEET TOTALS

ITEM UNIT

6080

6081 EA

LF6095

LF6001 ELIM EXT PAV MRK & MRKS (4")

662

662

662

677

351 6006 FLEXIBLE PAVEMENT STRUCTURE REPAIR(10") SY

WK ZN PAV MRK REMOV (W)(ARROW)

WK ZN PAV MRK REMOV (W)(DBL ARROW)

WK ZN PAV MRK REMOV (Y)4"(SLD)

662 LF6063 WK ZN PAV MRK REMOV (W)4"(SLD)

LFWK ZN PAV MRK REMOV (Y)4"(DOT)6094662

2

6

546

5985

1197

2571

1

48"X30"

R11-2

C L O S E D

R O A D

2

48"X48"

CW20-1

ROAD

WORK

AHEAD

6

48"X24"

G20-2

E N D

R O A D   W O R K

36"X36"

R1-1

12

STOP

13

30"X30"

R3-7L

L E F T   L A N E

M U S T

T U R N   L E F T

14

30"X30"

R3-7R

R I G H T   L A N E

M U S T

T U R N   R I G H T

6
"

(95% COMPACTION)

SUBGRADE PREP 

N.T.S.

PG 64-22

HMAC TYPE C

PAVEMENT STRUCTURE REPAIR

TEMPORARY FLEXIBLE 

1
0
"

4
"

24"X12"

R9-9

15

s i d e w a l k

C L O S E D

25LFWK ZN PAV MRK REMOV (W)24"(SLD)6075662

48

SALV, HAUL & STKPL RCL APH PV (0"TO 4") SY 54660083051

87-A2
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SCALE: N.T.S.KEY MAP
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PAVEMENT STRUCTURE REPAIR
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4712 Woodrow Bean, Ste. F  El Paso, TX 79924

TEXAS REGISTERED ENGINEERING FIRM F-4564

SHEET    OF

TEMPORARY TRAFFIC SIGNAL

CBI 2020 (432)

CONSIDERED SUBSIDIARY UNDER ITEM 502.

CONDITION TREATMENT TYPES. CONDITION TREATMENTS SHALL BE 

11. VARYING EDGE CONDITIONS MAY EXIST. REFER TO WORKSHEET FOR EDGE 

REPAIR DETAIL.

10. TEMPORARY DRIVEWAY ACCESS REFER TO FLEXIBLE PAVEMENT STRUCTURE 

CONTRACTORS FOR FUTURE DEVELOPMENTS DURING CONSTRUCTION.

9. CONTRACTOR SHALL COORDINATE WITH COUNTY, OWNER AND OTHER 

MAINTAINED AT ALL TIMES.

COMMENCEMENT OF THIS WORK TO ENSURE VEHICULAR ACCESS IN 

COORDINATE WITH INDIVIDUAL PROPERTY OWNERS PRIOR TO 

DRIVEWAY ACCESS WITHIN ITS RESPECTIVE PHASE AND SHALL 

8. CONTRACTOR SHALL FULLY CONSTRUCT ALL AREAS DESIGNATED FOR 

OBSTRUCTIONS.

ALTERED TO ACCOMMODATE FIELD CONDITIONS OR VISUAL 

7. PLACEMENT OF WARNING SIGNS, AS SHOWN ON THESE PLANS, MAY BE 

AND OTHER CHANNELIZING DEVICES.

6. REFER TO LATEST BC SHEETS FOR PROPER SPACING OF PLASTIC DRUMS 

5. FOR PLACEMENT AND HEIGHT OF WARNING LIGHTS REFER TO BC(7)-14.

SHOULD BE PLACED AT A MAXIMUM SPACING OF 10 FEET.

PRACTICABLE, THE CHANNELIZING DEVICES IN THE AREA OF CONFLICT 

4. FOR WORK ZONE PROJECTS WHEN PAVEMENT MARKING REMOVAL IS NOT 

AND SHALL BE SUBSIDIARY TO ITEM 502.

PROJECTS. WORK- ZONE MARKINGS MUST BE INSTALLED WHERE NEEDED 

3. CONFLICTING PAVEMENT MARKINGS MUST BE REMOVED FOR LONG-TERM 

2. ADVISORY SPEED TO BE DETERMINED IN THE FIELD BY THE ENGINEER.

ADVANCE WARNING AREA.

1. FOR NIGHTTIME, USE APPROPRIATE FLASHING WARNING LIGHTS IN THE 
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1 1
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(Y) (SLD) (DBL) (4")
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WK ZN PAV MRK REMOV

1210-C

10-C  PAVEMENT MARKINGS

ELIMINATE EXISTING

 OFFSET

 DRUMS @ 10'

CHANNELIZING

 (DOT) (4")

REMOV (Y)

WK ZN PAV MRK

3
2
0
'

2
4
0
'
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STRUCTURE REPAIR

FLEXIBLE PAVEMENT 

30' TEMPORARY 
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WK ZN PAV MRK REMOV
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CHANNELIZING 
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CHANNELIZING

15
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(SLD)(24")

 MRK REMOV(W)

WK ZN PAV
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1
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REMOV (W) (SLD) (4")
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CHANNELIZING
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1
2
0
'

6
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PAVEMENT MARKINGS 

ELIMINATE EXISTING 

REMOV (W) (SLD) (4")
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WK ZN PAV MRK REMOV 

PELLICANO DR.

REMOV (W) (SLD) (4")

WK ZN PAV MRK
10/18/19

NO. DESCRIPTIONDATE BY

REVISIONS

CEA1 ADDENDUM NO. 210/18/19
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SCALE: N.T.S.KEY MAP
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4712 Woodrow Bean, Ste. F  El Paso, TX 79924

TEXAS REGISTERED ENGINEERING FIRM F-4564

SHEET    OF

TEMPORARY TRAFFIC SIGNAL

CBI 2020 (432)

CONSIDERED SUBSIDIARY UNDER ITEM 502.

CONDITION TREATMENT TYPES. CONDITION TREATMENTS SHALL BE 

11. VARYING EDGE CONDITIONS MAY EXIST. REFER TO WORKSHEET FOR EDGE 

REPAIR DETAIL.

10. TEMPORARY DRIVEWAY ACCESS REFER TO FLEXIBLE PAVEMENT STRUCTURE 

CONTRACTORS FOR FUTURE DEVELOPMENTS DURING CONSTRUCTION.

9. CONTRACTOR SHALL COORDINATE WITH COUNTY, OWNER AND OTHER 

MAINTAINED AT ALL TIMES.

COMMENCEMENT OF THIS WORK TO ENSURE VEHICULAR ACCESS IN 

COORDINATE WITH INDIVIDUAL PROPERTY OWNERS PRIOR TO 

DRIVEWAY ACCESS WITHIN ITS RESPECTIVE PHASE AND SHALL 

8. CONTRACTOR SHALL FULLY CONSTRUCT ALL AREAS DESIGNATED FOR 

OBSTRUCTIONS.

ALTERED TO ACCOMMODATE FIELD CONDITIONS OR VISUAL 

7. PLACEMENT OF WARNING SIGNS, AS SHOWN ON THESE PLANS, MAY BE 

AND OTHER CHANNELIZING DEVICES.

6. REFER TO LATEST BC SHEETS FOR PROPER SPACING OF PLASTIC DRUMS 

5. FOR PLACEMENT AND HEIGHT OF WARNING LIGHTS REFER TO BC(7)-14.

SHOULD BE PLACED AT A MAXIMUM SPACING OF 10 FEET.

PRACTICABLE, THE CHANNELIZING DEVICES IN THE AREA OF CONFLICT 

4. FOR WORK ZONE PROJECTS WHEN PAVEMENT MARKING REMOVAL IS NOT 

AND SHALL BE SUBSIDIARY TO ITEM 502.

PROJECTS. WORK- ZONE MARKINGS MUST BE INSTALLED WHERE NEEDED 

3. CONFLICTING PAVEMENT MARKINGS MUST BE REMOVED FOR LONG-TERM 

2. ADVISORY SPEED TO BE DETERMINED IN THE FIELD BY THE ENGINEER.

ADVANCE WARNING AREA.

1. FOR NIGHTTIME, USE APPROPRIATE FLASHING WARNING LIGHTS IN THE 
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WK ZN PAV MRK REMOV 
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CHANNELIZING

2

6

REMOV (W) (SLD) (4")

WK ZN PAV MRK

PANELS @ 40' OFFSET

CHANNELIZING VERTICAL 

(Y) (SLD) (DBL) (4")

WK ZN PAV MRK REMOV 
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PHASE X
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CHANNELIZING
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TEMPORARY MARKINGS

CODE DESCRIPTION QTY

SHEET TOTALS

ITEM UNIT

LF6095

LF6001 ELIM EXT PAV MRK & MRKS (4")

662

677

351 6006 FLEXIBLE PAVEMENT STRUCTURE REPAIR(10") SY

WK ZN PAV MRK REMOV (Y)4"(SLD)

662 LF6063 WK ZN PAV MRK REMOV (W)4"(SLD)

135

783

267

1127

1

48"X30"

R11-2

C L O S E D

R O A D

2

48"X48"

CW20-1
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E N D
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STOP

6
"

(95% COMPACTION)

SUBGRADE PREP 

N.T.S.

PG 64-22

HMAC TYPE C

PAVEMENT STRUCTURE REPAIR

TEMPORARY FLEXIBLE 

1
0
"

4
"

SALV, HAUL & STKPL RCL APH PV (0"TO 4") SY 13560083051
88-A2

10/18/19

NO. DESCRIPTIONDATE BY

REVISIONS

CEA1 ADDENDUM NO. 210/18/19
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SCALE: N.T.S.KEY MAP

 

TRAFFIC CONTROL

0

      

SCALE: H: 1" = 100'

100'50'

LEGEND

WORK ZONE

NOTES:

DIRECTION OF TRAFFIC

TRAFFIC LANE AND 

MARKERS

TEMPORARY PAVEMENT 

TYPE III BARRICADE

CHANNELIZING DRUMS

PANELS

CHANNELIZING VERTICAL 

REMOV (Y) & (W) (SLD)

WK ZN PAV MRK

REMOV (Y) (SLD) (DBL)

WK ZN PAV MRK

CONSTRUCTION WARNING SIGN

BOARD

PORTABLE FLASHING ARROW 

PAVEMENT STRUCTURE REPAIR

TEMPORARY FLEXIBLE 

(DOT)(PUPPY TRACKS)

WK ZN PAV MRK REMOV (W)

COUNTY

EL PASO

060924

STATE

TEXAS ELP

DIST.

CONT. SECT. HIGHWAY NO.

6

JOB

CS

FEDERAL AID PROJECT NO.
DIV.NO.

FED.RD.

NO.

SHEET

WIDENING/BUILD
PELLICANO DR.
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4712 Woodrow Bean, Ste. F  El Paso, TX 79924

TEXAS REGISTERED ENGINEERING FIRM F-4564

SHEET    OF

TEMPORARY TRAFFIC SIGNAL

CBI 2020 (432)

CONSIDERED SUBSIDIARY UNDER ITEM 502.

CONDITION TREATMENT TYPES. CONDITION TREATMENTS SHALL BE 

11. VARYING EDGE CONDITIONS MAY EXIST. REFER TO WORKSHEET FOR EDGE 

REPAIR DETAIL.

10. TEMPORARY DRIVEWAY ACCESS REFER TO FLEXIBLE PAVEMENT STRUCTURE 

CONTRACTORS FOR FUTURE DEVELOPMENTS DURING CONSTRUCTION.

9. CONTRACTOR SHALL COORDINATE WITH COUNTY, OWNER AND OTHER 

MAINTAINED AT ALL TIMES.

COMMENCEMENT OF THIS WORK TO ENSURE VEHICULAR ACCESS IN 

COORDINATE WITH INDIVIDUAL PROPERTY OWNERS PRIOR TO 

DRIVEWAY ACCESS WITHIN ITS RESPECTIVE PHASE AND SHALL 

8. CONTRACTOR SHALL FULLY CONSTRUCT ALL AREAS DESIGNATED FOR 

OBSTRUCTIONS.

ALTERED TO ACCOMMODATE FIELD CONDITIONS OR VISUAL 

7. PLACEMENT OF WARNING SIGNS, AS SHOWN ON THESE PLANS, MAY BE 

AND OTHER CHANNELIZING DEVICES.

6. REFER TO LATEST BC SHEETS FOR PROPER SPACING OF PLASTIC DRUMS 

5. FOR PLACEMENT AND HEIGHT OF WARNING LIGHTS REFER TO BC(7)-14.

SHOULD BE PLACED AT A MAXIMUM SPACING OF 10 FEET.

PRACTICABLE, THE CHANNELIZING DEVICES IN THE AREA OF CONFLICT 

4. FOR WORK ZONE PROJECTS WHEN PAVEMENT MARKING REMOVAL IS NOT 

AND SHALL BE SUBSIDIARY TO ITEM 502.

PROJECTS. WORK- ZONE MARKINGS MUST BE INSTALLED WHERE NEEDED 

3. CONFLICTING PAVEMENT MARKINGS MUST BE REMOVED FOR LONG-TERM 

2. ADVISORY SPEED TO BE DETERMINED IN THE FIELD BY THE ENGINEER.

ADVANCE WARNING AREA.

1. FOR NIGHTTIME, USE APPROPRIATE FLASHING WARNING LIGHTS IN THE 

07/31/19
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 CURB 

PROPOSED

 STRUCTURE REPAIR

 FLEXIBLE PAVEMENT

35' TEMPORARY

1

 OFFSET

DRUMS @ 10'

CHANNELIZING 

(DBL) (4")

(Y) (SLD) 

MRK REMOV

WK ZN PAV 

(DBL) (4")

(Y) (SLD) 

MRK REMOV

WK ZN PAV 

12

(Y) (SLD) (DBL) (4")

WK ZN PAV MRK REMOV

(W) (SLD) (4")

REMOV WK ZN PAV MRK 
(W) (SLD) (4")

WK ZN PAV MRK REMOV 

2

6

@ 40' OFFSET

CHANNELIZING DRUMS

1

80+00 85+00 90+00

(Y) (SLD) (DBL) (4")

WK ZN PAV MRK REMOV

(Y) (SLD) (DBL) (4")

WK ZN PAV MRK REMOV

 (DBL) (4")

REMOV (Y) (SLD)

WK ZN PAV MRK
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11-D

EXISTING R.O.W.

100' OFFSET
100' OFFSET

OFFSET

DRUMS @ 40' 

CHANNELIZING 

R.O.W.

EXISTING 

PELLICANO DR.

(Y) (SLD) (DBL) (4")

WK ZN PAV MRK REMOV

(W) (SLD) (4")

WK ZN PAV MRK REMOV
DRUMS @ 10' OFFSET

CHANNELIZING 

CURB

PROPOSED 

CURB

PROPOSED 
REMOV (W) (SLD) (4")

WK ZN PAV MRK

1

(W) (SLD) (4")

WK ZN PAV MRK REMOV

(W) (SLD) (4")

WK ZN PAV MRK REMOV
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WORK ZONE
    60'

EA

CODE DESCRIPTION QTY

SHEET TOTALS

ITEM UNIT

6080

6081 EA

LF6095

662

662

662

351 6006 FLEXIBLE PAVEMENT STRUCTURE REPAIR(10") SY

WK ZN PAV MRK REMOV (W)(ARROW)

WK ZN PAV MRK REMOV (W)(DBL ARROW)

WK ZN PAV MRK REMOV (Y)4"(SLD)

662 LF6063 WK ZN PAV MRK REMOV (W)4"(SLD)

1

2

275

6230

1281

6

48"X24"

G20-2

E N D

R O A D   W O R K
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PHASE XI

 

SALV, HAUL & STKPL RCL APH PV (0"TO 4") SY 27560083051
91-A2

10/18/19

NO. DESCRIPTIONDATE BY

REVISIONS

CEA1 ADDENDUM NO. 210/18/19
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SCALE: N.T.S.KEY MAP

 

TRAFFIC CONTROL
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SCALE: H: 1" = 100'

100'50'

LEGEND

WORK ZONE

NOTES:

DIRECTION OF TRAFFIC

TRAFFIC LANE AND 

MARKERS

TEMPORARY PAVEMENT 

TYPE III BARRICADE

CHANNELIZING DRUMS

PANELS

CHANNELIZING VERTICAL 

REMOV (Y) & (W) (SLD)

WK ZN PAV MRK

REMOV (Y) (SLD) (DBL)

WK ZN PAV MRK

CONSTRUCTION WARNING SIGN

BOARD

PORTABLE FLASHING ARROW 

PAVEMENT STRUCTURE REPAIR

TEMPORARY FLEXIBLE 

(DOT)(PUPPY TRACKS)

WK ZN PAV MRK REMOV (W)

COUNTY

EL PASO

060924

STATE

TEXAS ELP

DIST.

CONT. SECT. HIGHWAY NO.

6

JOB

CS

FEDERAL AID PROJECT NO.
DIV.NO.

FED.RD.

NO.

SHEET

WIDENING/BUILD
PELLICANO DR.
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4712 Woodrow Bean, Ste. F  El Paso, TX 79924

TEXAS REGISTERED ENGINEERING FIRM F-4564

SHEET    OF

TEMPORARY TRAFFIC SIGNAL

CBI 2020 (432)

CONSIDERED SUBSIDIARY UNDER ITEM 502.

CONDITION TREATMENT TYPES. CONDITION TREATMENTS SHALL BE 

11. VARYING EDGE CONDITIONS MAY EXIST. REFER TO WORKSHEET FOR EDGE 

REPAIR DETAIL.

10. TEMPORARY DRIVEWAY ACCESS REFER TO FLEXIBLE PAVEMENT STRUCTURE 

CONTRACTORS FOR FUTURE DEVELOPMENTS DURING CONSTRUCTION.

9. CONTRACTOR SHALL COORDINATE WITH COUNTY, OWNER AND OTHER 

MAINTAINED AT ALL TIMES.

COMMENCEMENT OF THIS WORK TO ENSURE VEHICULAR ACCESS IN 

COORDINATE WITH INDIVIDUAL PROPERTY OWNERS PRIOR TO 

DRIVEWAY ACCESS WITHIN ITS RESPECTIVE PHASE AND SHALL 

8. CONTRACTOR SHALL FULLY CONSTRUCT ALL AREAS DESIGNATED FOR 

OBSTRUCTIONS.

ALTERED TO ACCOMMODATE FIELD CONDITIONS OR VISUAL 

7. PLACEMENT OF WARNING SIGNS, AS SHOWN ON THESE PLANS, MAY BE 

AND OTHER CHANNELIZING DEVICES.

6. REFER TO LATEST BC SHEETS FOR PROPER SPACING OF PLASTIC DRUMS 

5. FOR PLACEMENT AND HEIGHT OF WARNING LIGHTS REFER TO BC(7)-14.

SHOULD BE PLACED AT A MAXIMUM SPACING OF 10 FEET.

PRACTICABLE, THE CHANNELIZING DEVICES IN THE AREA OF CONFLICT 

4. FOR WORK ZONE PROJECTS WHEN PAVEMENT MARKING REMOVAL IS NOT 

AND SHALL BE SUBSIDIARY TO ITEM 502.

PROJECTS. WORK- ZONE MARKINGS MUST BE INSTALLED WHERE NEEDED 

3. CONFLICTING PAVEMENT MARKINGS MUST BE REMOVED FOR LONG-TERM 

2. ADVISORY SPEED TO BE DETERMINED IN THE FIELD BY THE ENGINEER.

ADVANCE WARNING AREA.

1. FOR NIGHTTIME, USE APPROPRIATE FLASHING WARNING LIGHTS IN THE 

07/31/19
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EXISTING R.O.W.

EXISTING R.O.W.
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PELLICANO DR.

 CURB

PROPOSED
 CURB

PROPOSED(W) (SLD) (4")

WK ZN PAV MRK REMOV 

(W) (SLD) (4")

WK ZN PAV MRK REMOV 
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DRUMS @ 10' OFFSET

CHANNELIZING 

STRUCTURE REPAIR

FLEXIBLE PAVEMENT 

40' TEMPORARY 

(Y) (SLD) (DBL) (4")

WK ZN PAV MRK REMOV

(Y) (SLD) (DBL) (4")

WK ZN PAV MRK REMOV
11-F

11-F
EXISTING R.O.W.

EXISTING R.O.W.
100' OFFSET
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DRUMS @ 10' 

CHANNELIZING 

OFFSET

DRUMS @ 40' 

CHANNELIZING 

PELLICANO DR.

CURB
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REMOV (W) (SLD) (4")

WK ZN PAV MRK

1
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CODE DESCRIPTION QTY

SHEET TOTALS

ITEM UNIT

LF6095662

351 6006 FLEXIBLE PAVEMENT STRUCTURE REPAIR(10") SY

WK ZN PAV MRK REMOV (Y)4"(SLD)

662 LF6063 WK ZN PAV MRK REMOV (W)4"(SLD)
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PHASE XI

 

SALV, HAUL & STKPL RCL APH PV (0"TO 4") SY 31260083051

92-A2

10/18/19

NO. DESCRIPTIONDATE BY

REVISIONS

CEA1 ADDENDUM NO. 210/18/19
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SCALE: N.T.S.KEY MAP
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SCALE: H: 1" = 100'

100'50'

LEGEND

WORK ZONE

NOTES:

DIRECTION OF TRAFFIC

TRAFFIC LANE AND 

MARKERS

TEMPORARY PAVEMENT 

TYPE III BARRICADE

CHANNELIZING DRUMS

PANELS

CHANNELIZING VERTICAL 

REMOV (Y) & (W) (SLD)

WK ZN PAV MRK

REMOV (Y) (SLD) (DBL)

WK ZN PAV MRK

CONSTRUCTION WARNING SIGN

BOARD

PORTABLE FLASHING ARROW 

PAVEMENT STRUCTURE REPAIR

TEMPORARY FLEXIBLE 

(DOT)(PUPPY TRACKS)

WK ZN PAV MRK REMOV (W)

COUNTY

EL PASO

060924

STATE

TEXAS ELP

DIST.

CONT. SECT. HIGHWAY NO.

6

JOB

CS

FEDERAL AID PROJECT NO.
DIV.NO.

FED.RD.

NO.

SHEET

WIDENING/BUILD
PELLICANO DR.
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4712 Woodrow Bean, Ste. F  El Paso, TX 79924

TEXAS REGISTERED ENGINEERING FIRM F-4564

SHEET    OF

TEMPORARY TRAFFIC SIGNAL

CBI 2020 (432)

CONSIDERED SUBSIDIARY UNDER ITEM 502.

CONDITION TREATMENT TYPES. CONDITION TREATMENTS SHALL BE 

11. VARYING EDGE CONDITIONS MAY EXIST. REFER TO WORKSHEET FOR EDGE 

REPAIR DETAIL.

10. TEMPORARY DRIVEWAY ACCESS REFER TO FLEXIBLE PAVEMENT STRUCTURE 

CONTRACTORS FOR FUTURE DEVELOPMENTS DURING CONSTRUCTION.

9. CONTRACTOR SHALL COORDINATE WITH COUNTY, OWNER AND OTHER 

MAINTAINED AT ALL TIMES.

COMMENCEMENT OF THIS WORK TO ENSURE VEHICULAR ACCESS IN 

COORDINATE WITH INDIVIDUAL PROPERTY OWNERS PRIOR TO 

DRIVEWAY ACCESS WITHIN ITS RESPECTIVE PHASE AND SHALL 

8. CONTRACTOR SHALL FULLY CONSTRUCT ALL AREAS DESIGNATED FOR 

OBSTRUCTIONS.

ALTERED TO ACCOMMODATE FIELD CONDITIONS OR VISUAL 

7. PLACEMENT OF WARNING SIGNS, AS SHOWN ON THESE PLANS, MAY BE 

AND OTHER CHANNELIZING DEVICES.

6. REFER TO LATEST BC SHEETS FOR PROPER SPACING OF PLASTIC DRUMS 

5. FOR PLACEMENT AND HEIGHT OF WARNING LIGHTS REFER TO BC(7)-14.

SHOULD BE PLACED AT A MAXIMUM SPACING OF 10 FEET.

PRACTICABLE, THE CHANNELIZING DEVICES IN THE AREA OF CONFLICT 

4. FOR WORK ZONE PROJECTS WHEN PAVEMENT MARKING REMOVAL IS NOT 

AND SHALL BE SUBSIDIARY TO ITEM 502.

PROJECTS. WORK- ZONE MARKINGS MUST BE INSTALLED WHERE NEEDED 

3. CONFLICTING PAVEMENT MARKINGS MUST BE REMOVED FOR LONG-TERM 

2. ADVISORY SPEED TO BE DETERMINED IN THE FIELD BY THE ENGINEER.

ADVANCE WARNING AREA.

1. FOR NIGHTTIME, USE APPROPRIATE FLASHING WARNING LIGHTS IN THE 
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CODE DESCRIPTION QTY

SHEET TOTALS

ITEM UNIT

LF6095662

351 6006 FLEXIBLE PAVEMENT STRUCTURE REPAIR(10") SY

WK ZN PAV MRK REMOV (Y)4"(SLD)

662 LF6063 WK ZN PAV MRK REMOV (W)4"(SLD)

LFWK ZN PAV MRK REMOV (Y)4"(DOT)6094662

249

177

1

48"X30"

R11-2

C L O S E D

R O A D

36"X36"

R1-1

12

STOP

6
"

(95% COMPACTION)

SUBGRADE PREP 

N.T.S.

PG 64-22

HMAC TYPE C

PAVEMENT STRUCTURE REPAIR

TEMPORARY FLEXIBLE 

1
0
"

4
"

M
A

T
C

H
 

L
I
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E
 

S
T

A
.
 
1
1
6

+
0
0
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0

8255
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PHASE XI

 

SALV, HAUL & STKPL RCL APH PV (0"TO 4") SY 54460083051
93-A2

10/18/19

NO. DESCRIPTIONDATE BY

REVISIONS

CEA1 ADDENDUM NO. 210/18/19
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.
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R
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)

J
O

E
 

B
A

T
T

L
E
 

B
L

V
D
.

SCALE: N.T.S.KEY MAP

 

TRAFFIC CONTROL

0

      

SCALE: H: 1" = 100'

100'50'

LEGEND

WORK ZONE

NOTES:

DIRECTION OF TRAFFIC

TRAFFIC LANE AND 

MARKERS

TEMPORARY PAVEMENT 

TYPE III BARRICADE

CHANNELIZING DRUMS

PANELS

CHANNELIZING VERTICAL 

REMOV (Y) & (W) (SLD)

WK ZN PAV MRK

REMOV (Y) (SLD) (DBL)

WK ZN PAV MRK

CONSTRUCTION WARNING SIGN

BOARD

PORTABLE FLASHING ARROW 

PAVEMENT STRUCTURE REPAIR

TEMPORARY FLEXIBLE 

(DOT)(PUPPY TRACKS)

WK ZN PAV MRK REMOV (W)

COUNTY

EL PASO

060924

STATE

TEXAS ELP

DIST.

CONT. SECT. HIGHWAY NO.

6

JOB

CS

FEDERAL AID PROJECT NO.
DIV.NO.

FED.RD.

NO.

SHEET

WIDENING/BUILD
PELLICANO DR.

534

  

aec
   

915.544.5232  |  www.ceagroup.net

4712 Woodrow Bean, Ste. F  El Paso, TX 79924

TEXAS REGISTERED ENGINEERING FIRM F-4564

SHEET    OF

TEMPORARY TRAFFIC SIGNAL

CBI 2020 (432)

CONSIDERED SUBSIDIARY UNDER ITEM 502.

CONDITION TREATMENT TYPES. CONDITION TREATMENTS SHALL BE 

11. VARYING EDGE CONDITIONS MAY EXIST. REFER TO WORKSHEET FOR EDGE 

REPAIR DETAIL.

10. TEMPORARY DRIVEWAY ACCESS REFER TO FLEXIBLE PAVEMENT STRUCTURE 

CONTRACTORS FOR FUTURE DEVELOPMENTS DURING CONSTRUCTION.

9. CONTRACTOR SHALL COORDINATE WITH COUNTY, OWNER AND OTHER 

MAINTAINED AT ALL TIMES.

COMMENCEMENT OF THIS WORK TO ENSURE VEHICULAR ACCESS IN 

COORDINATE WITH INDIVIDUAL PROPERTY OWNERS PRIOR TO 

DRIVEWAY ACCESS WITHIN ITS RESPECTIVE PHASE AND SHALL 

8. CONTRACTOR SHALL FULLY CONSTRUCT ALL AREAS DESIGNATED FOR 

OBSTRUCTIONS.

ALTERED TO ACCOMMODATE FIELD CONDITIONS OR VISUAL 

7. PLACEMENT OF WARNING SIGNS, AS SHOWN ON THESE PLANS, MAY BE 

AND OTHER CHANNELIZING DEVICES.

6. REFER TO LATEST BC SHEETS FOR PROPER SPACING OF PLASTIC DRUMS 

5. FOR PLACEMENT AND HEIGHT OF WARNING LIGHTS REFER TO BC(7)-14.

SHOULD BE PLACED AT A MAXIMUM SPACING OF 10 FEET.

PRACTICABLE, THE CHANNELIZING DEVICES IN THE AREA OF CONFLICT 

4. FOR WORK ZONE PROJECTS WHEN PAVEMENT MARKING REMOVAL IS NOT 

AND SHALL BE SUBSIDIARY TO ITEM 502.

PROJECTS. WORK- ZONE MARKINGS MUST BE INSTALLED WHERE NEEDED 

3. CONFLICTING PAVEMENT MARKINGS MUST BE REMOVED FOR LONG-TERM 

2. ADVISORY SPEED TO BE DETERMINED IN THE FIELD BY THE ENGINEER.

ADVANCE WARNING AREA.

1. FOR NIGHTTIME, USE APPROPRIATE FLASHING WARNING LIGHTS IN THE 

07/31/19

87318

A
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P
R

O

F
E N

LICE
S

ONA

SED

L ENG

A

S

T
TE OF TEX

E
E

R

S

I

RUBEN CHAVEZ

CONCRETE BARRIER

140+00 145+00 150+00

 OFFSET

DRUMS @ 10'

CHANNELIZING 

11-I

11-I

 OFFSET

 DRUMS @ 10'

CHANNELIZING

R.O.W.

EXISTING 
(Y) (SLD) (DBL) (4")

WK ZN PAV MRK REMOV

R.O.W.

EXISTING 

(Y) (SLD) (DBL) (4")

WK ZN PAV MRK REMOV

(Y) (SLD) (DBL) (4")

WK ZN PAV MRK REMOV

100' OFFSET 100' OFFSET

PELLICANO DR.

CURB 

PROPOSED 

REPAIR

STRUCTURE 

PAVEMENT 

FLEXIBLE 

40' TEMPORARY 

REPAIR

STRUCTURE 

PAVEMENT 

FLEXIBLE 

40' TEMPORARY 

12
1

(W) (SLD) (4")

WK ZN PAV MRK REMOV 

(W) (SLD) (4")

WK ZN PAV MRK REMOV

(W) (SLD) (4")

WK ZN PAV MRK REMOV

1

(W) (SLD) (4")

WK ZN PAV MRK REMOV

P
O

T
 
1
5
7

+
3
6
.
8
4

155+00

STOP SIGN

EXISTING 

STOP SIGN

EXISTING 

OFFSET

DRUMS @ 10' 

CHANNELIZING 

R.O.W.

EXISTING 

11-J

11-J

STOP SIGN

EXISTING 

 OFFSET

 DRUMS @ 10'

CHANNELIZING

100' OFFSET

NAYARIT DR.

(
B

E
R

R
Y

V
I

L
L

E
 

S
T
.
)

D
A

R
R
I

N
G

T
O

N
 

R
D
.

PELLICANO DR.

(DBL) (4")

(Y) (SLD) 

MRK REMOV

WK ZN PAV 

15

(W) (SLD) (24")

WK ZN PAV MRK REMOV

PROPOSED CURB

12

1
1

(W) (SLD) (4")

WK ZN PAV MRK REMOV

(W) (SLD) (4")

WK ZN PAV MRK REMOV

R.O.W.

EXISTING 

M
A

T
C

H
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I
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E
 

S
T

A
.
 
1
5
2

+
0
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M
A
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A
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1
4
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+
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5 5

[

12'11'18'9'

CURB

PROPOSED
CURB

PROPOSED

MARKING

TEMPORARY

TYPICAL SECTION 11-I

N.T.S.

10' WORK ZONE
    60'

ROAD CLOSURE
     70'

E
X
I

S
T
I

N
G
 

R
.

O
.

W
.

E
X
I

S
T
I

N
G
 

R
.

O
.

W
.

12'11'18'9'

CURB

PROPOSED

CURB

PROPOSED

MARKING

TEMPORARY

TYPICAL SECTION 11-J

N.T.S.

ROAD CLOSURE
     70'

E
X
I

S
I

T
N

G
 

R
.

O
.

W
.

E
X
I

S
T
I

N
G
 

R
.

O
.

W
.

7'

[

WORK ZONE
    60'

CODE DESCRIPTION QTY

SHEET TOTALS

ITEM UNIT

351 6006 FLEXIBLE PAVEMENT STRUCTURE REPAIR(10") SY

662 6088 EAWK ZN PAV MRK REMOV (W)(TPL ARROW)

662 LF6063 WK ZN PAV MRK REMOV (W)4"(SLD)

1

286

48"X30"

R11-2

C L O S E D

R O A D

1

36"X36"

R1-1

12

STOP

24"X12"

R9-9

15

s i d e w a l k

C L O S E D

6
"

(95% COMPACTION)

SUBGRADE PREP 

N.T.S.

PG 64-22

HMAC TYPE C

FLEXIBLE PAVEMENT STRUCTURE

TEMPORARY

1
0
"

4
"

M
A

T
C

H
 

L
I

N
E
 

S
T

A
.
 
1
5
2

+
0
0

4749LFWK ZN PAV MRK REMOV (Y)4"(SLD)6095662

662 6075 LF 14WK ZN PAV MRK REMOV (W)24"(SLD)

875

PHASE XI

 

SALV, HAUL & STKPL RCL APH PV (0"TO 4") SY 28660083051
94-A2

10/18/19

NO. DESCRIPTIONDATE BY

REVISIONS

CEA1 ADDENDUM NO. 210/18/19



0924

EL PASOELP

CS53406

126.1-A2



0924

EL PASOELP

CS53406

126.2-A2



0924

EL PASOELP

CS53406

126.3-A2
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CBI 2020 (432)
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A
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A
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T
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E
E

R

S

I

FRANK A. CORRAL

1

SHARED USE PATH

MAX. SLOPE: 2.00%

MIN. SLOPE: 0.60%
LANDSCAPED PARKWAY

41'

ROADWAY

N.T.S.

(
T

Y
P
.
)

N.T.S.

CONCRETE SIDEWALK AT DRIVEWAYS DETAIL

PLAN

SECTION

SIDEWALK NOTES:

AS CURBS OR BUILDINGS.

SIDEWALK ABUTS ROCK OR MASONRY STRUCTURES SUCH

EXPANSION JOINT FILLER SHALL BE PLACED WHEREVER3.

JOINT MATERIAL.

USE 1/2" PREMOLDED BITUMINOUS EXPANSION2.

CONCRETE FOR SIDEWALK SHALL BE 3,000 P.S.I. MIN.1.

1

DETAILS

ROADWAY

SHARED USE PATH NOTES:

SHARED USE PATH DETAIL

DRIVEWAY NOTES:

EXIST. R.O.W.

(VARIES)

PARKWAY

(VARIES)

PARKWAY

EXIST. R.O.W.

VARIES

PLAN

VARIES

  FOR LIMITS)

(SEE PLAN VIEW 

SLOPE

TRANSITION

SLOPE

TRANSITION

4% MAX 4% MAX
5' SIDEWALK5' SIDEWALK

SECTION A-A

N.T.S.

2.00% MAX.
0.60% MIN.

10.00% MAX.
2.00% MIN.

R.O.W.

EXIST.

COMMERCIAL DRIVEWAY DETAIL

ELEVATIONS AT R.O.W. BOUNDARY.

DRIVEWAY TO MATCH EXISTING 6.

EACH INDIVIDUAL DRIVEWAY.

DRIVEWAY SLOPE MAY VARY WITHIN5.

SLOPE FROM GUTTER.

DRIVEWAY SLOPES MUST BE 10% MAX4.

AT THEIR OWN EXPENSE.

FOR REPLACING NON-COMPLIANT PATH

CONTRACTOR WILL BE RESPONSIBLE

MAINTAINED ON SIDEWALK PATH.

A MAXIMUM OF 2.0% SLOPE SHALL BE3.

EXPANSION JOINT MATERIAL.

USE 1/2" PREMOLDED BITUMINOUS 2.

BE 3,000 PSI MIN. AT 28 DAYS.

CONCRETE FOR DRIVEWAYS SHALL1.

BASE COURSE.

SUBSTITUTE TO TYPE A GRADE 2 AGGREGATE 

RECYCLED BASE COURSE ARE AN ACCEPTABLE 

TYPE A GRADE 2 AND D GRADE 3 *

*

FORMING FOR CURBS.

EXPANSION JOINTS REQUIRED AT 50' O.C. WHEN5.

COMPACTED TO 95% ASTM D1557.

SUBGRADE UNDER CURB MUST BE FORMED AND 4.

IS REQUIRED FOR ALL CURB RETURNS.

1/2" PREMOLDED BITUMINOUS EXPANSION JOINT (AASHTO M-33)3.

DUMMY JOINT REQUIRED AT 10' O.C.2.

CONCRETE HEADER CURBS SHALL BE 3,000 P.S.I. MIN.1.

BRONZE MONUMENT CAP

FRAME SECTION

SECTION
B

COVER

POURED IN PLACE

3000 P.S.I. CONC.

CONCRETE TO BE

NO FORMS REQUIRED.

OF STAR = 3/4"

OUTSIDE RADIUS

OF STAR = 3/16"

3-1/4"

HEIGHT OF 3/32"

EMBOSS STAR,

LETTERS TO

RING AND

B

1/8"

INSIDE RADIUS

3/32"

2
 
1
/

2
"

1/2"

4"

1/4"

3/4"

9-1/2"

6-1/2"

5-1/2"

1"

8-3/8"

5-3/8"

9-5/8"

3/8"

1/4"

1/4"

1/4"

   

P

E

O

A

O

S

F 

  

L

18"

PAVEMENT 1/4" MAX.

SAND OR 

EARTH

N.T.S.

 COUNTY SURVEY MONUMENT DETAILS

1/2"

ALL HOLES

6" 6"

1
2
"

1
2
"

6
"

8.00'

7.00' 3.50'

5
'
 

S
I

D
E

W
A

L
K

STANDARD CCCG-12)

(REFER TO TXDOT 

TY II MONOLITHIC CURB

PLACED AT A MAX 20' SPACING

      1/2" EXPANSION JOINTS

R=1/4"
WITH 6"X6"-6/6 WWF

6" CONCRETE SIDEWALK

WITH 6"X6"-6/6 WWF

6" CONCRETE SIDEWALK

1/2"

1
/
4
"

INTERVALS

1/4" DEEP PLACED AT 5'

TRANSVERSE DUMMY JOINT

CURB (SPECIAL)

6" CONCRETE 

TYPE A, GRADE 1 OR 2

5" AGGREGATE BASE COURSE

2" HMAC TYPE D

AS PER ASTM D-1557 

TO 95% MAXIMUM DENSITY 

6" SUBGRADE TO BE COMPACTED 

SCARIFIED NATIVE SOILS

 CURB (SPECIAL)

6" CONCRETE

VARIES10' 10'

EXPANSION JOINT 

VARIES

DRIVEWAY ELEVATIONS

MATCH TO EXISTING 

WITH 6"X6"-6/6 WWF

6" CONCRETE
EXPANSION JOINTPAVEMENT

PROPOSED

EXPANSION JOINT

EXPANSION JOINT

AS PER ASTM D-1557

MAXIMUM DENSITY 

COMPACTED 95% 

SUBGRADE TO BE 

DRIVEWAY

EXISTING

5'  SIDEWALK

MONOLITHIC CURB

TY II 

MONOLITHIC CURB

TY II MIN: 10'R
MIN: 10'R

A

A

11 1/4"

9 3/4"

8 3/4"3
-
1
/
4
"

1/2"

5
'

1
1
'

7
/

8
"

1-3/4"

1-1/4"

18"

1
"

3
'-

0
"

5
"

18"

8"

1
1
"

  

  

  

  

  

  

1

199-A2
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N
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PELLICANO DR.
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R
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B
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B
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.

NOTES:

AA-1

RCP

LEGEND:

SCALE: N.T.S.KEY MAP

FIELD VERIFY ACTUAL DEPTHS.

ARE APPROXIMATE. CONTRACTOR SHALL 

EXISTING UTILITY DEPTHS AS SHOW 

SUBSIDIARY TO PIPE INSTALLATION. 

ITEM, BUT SHALL BE CONSIDERED 

INSTALLATION NOT A SEPARATE PAY 

STRUCTURAL EXCAVATION FOR PIPE 

2.

1.

4.

3.

33

FLOOD ZONE:

DESIGN.

HGL SHOWN IS FOR 100-YEAR 

OTHERWISE NOTED.

THE CENTERLINE UNLESS 

STATION NUMBERS REFER TO 

SHEET    OF

COUNTY

EL PASO

060924

STATE

TEXAS ELP

DIST.

CONT. SECT. HIGHWAY NO.

6

JOB

CS

FEDERAL AID PROJECT NO.
DIV.NO.

FED.RD.

NO.

SHEET
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STORM SEWER
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TEXAS REGISTERED ENGINEERING FIRM F-4564

FLOOD PLAIN.

DETERMINED TO BE OUTSIDE 500-YEAR 

COUNTY, TEXAS. ZONE X AREAS ARE 

FLOOD INSURANCE RATE MAPS, EL PASO 

B, DATED SEPTEMBER 4, 1991, OF THE 

DESIGNATED IN PANEL NO. 480212-0250 

THIS PROJECT LIES WITHIN ZONE "X", AS 

INLET

HIGH POINT

LOW POINT

(RUN NUMBER)

PIPE ID 

JUNCTION BOXMANHOLE

CBI 2020 (432)

07/31/19

98011

A
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L ENG

A
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T
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E
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R
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FRANK A. CORRAL

LPLP

GV

MH

J

J

PP PP

#111CP

CP

PP

55+0053+00 54+00 56+00 57+00 58+00

PELLICANO DR.

AA-29      24" RCP AA-30    24" RCP
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A
.
 
5
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+
0
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M
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A
.
 
5
3

+
0
0

11

53+00 54+00 55+00 56+00 57+00 58+00

0

SCALE: V: 1" = 10'

5' 10'

0

SCALE: H: 1" = 50'

25' 50'

EXIST R.O.W.

EXIST R.O.W.

A
A
-
3
1
 
 
 
 
 
 
 
 
1
8
"
 

R
C

P

M
A

T
C

H
 

L
I

N
E
 

S
T

A
.
 
5
8

+
0
0

M
A

T
C
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L
I

N
E
 

S
T

A
.
 
5
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+
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PROPOSED GROUND

GROUND

PROPOSED

EXISTING GROUND

EXISTING GROUND

HGL

HGL

AA-32    24" RCP

(5FT) (BOTH)

INLET (COMPL) (PCU)
465 6040 EA 1

6002465
(48 IN)

MANH (COMPL) (PRM)
EA 1

(3FT) (BOTH)

INLET (COMPL) (PCU)
465 6032 EA 1

6005464
(24 IN)

RC PIPE (CL III)
LF 500

6001402 LF
PROTECTION

TRENCH EXCAV

SYSTEM A STA.53+00-STA.58+00

 

 

EXISTING 24" WATER LINE

EXISTING 12" WATER LINE

3,995

4,000

4,0054,005

4,000

3,995

4,010

4,005

4,000

3,995

3,990

4,010

4,005

4,000

3,995

3,990

INV. OUT 3997.94

INV. IN 4000.47, 3997.96

TC 4006.37

INLET A-17 TYPE PCU CURB INLET w/ 2 EXT

STA. 57+00.00, 45.35' RT

INV. OUT 4001.40

TC 4005.61

INLET A-16 TYPE PCU CURB INLET w/ 2 EXT

STA. 57+02.60, 51.00' LT

(18 IN)

RC PIPE (CL IV)
6017464 LF 55

LF6003464
(18 IN)

RC PIPE (CL III)
40

6003400 CY

6002400 CYSTRUCT EXCAV (BOX)

STRUCT EXCAV (PIPE)

6001401 CYFLOWABLE BACKFILL

CODE DESCRIPTION QTY

SHEET TOTALS

ITEM UNIT

51

670

163

CONSTRUCTION LICENSE

20' TEMPORARY

1 555

500

230-A2

AA-32

S: 0.44%

24 Inch Dia. Circular RCP

245.51 LF

AA-29

S: 0.44%

24 Inch Dia. Circular RCP

295.52 LF

I
N

V
.
 
3
9
9
6
.
8
5

I
N

V
.
 
3
9
9
6
.
8
3

AA-30

S: 0.44%

24 Inch Dia. Circular RCP

245.53 LF

I
N

V
.
 
3
9
9
7
.
9
4

I
N

V
.
 
3
9
9
7
.
9
6

AA-31

S: 1.03%

18 Inch Dia. Circular RCP

90.89 LF

RIM 4006.38

54+50.00

4' Dia. Circular Manhole

MH4D

A-MH-14

 TC 4006.37

57+00.00

Type PCU Curb Inlet w/ 2 Ext

PCU15-5x5

A-17

4
0
0
1
.
4
0

I
N

V
.
 

4
0
0
0
.
4
7

I
N

V
.
 

INV. OUT 3996.83

INV. IN 3996.85

RIM 4006.38

A-MH-14 4' DIA. CIRCULAR MANHOLE

STA. 54+50.00, 41.00' RT

 TC 4006.37

0+94.89

Inlet w/ 2 Ext

Type PCU Curb 

PCU15-5x5

A-17

TC 4005.61

0+00.00

Inlet w/ 2 Ext

Type PCU Curb 

PCU15-3x5

A-16

10/18/19

NO. DESCRIPTIONDATE BY

REVISIONS

CEA1 ADDENDUM NO. 210/18/19
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NOTES:

AA-1

RCP

LEGEND:

SCALE: N.T.S.KEY MAP

FIELD VERIFY ACTUAL DEPTHS.

ARE APPROXIMATE. CONTRACTOR SHALL 

EXISTING UTILITY DEPTHS AS SHOW 

SUBSIDIARY TO PIPE INSTALLATION. 

ITEM, BUT SHALL BE CONSIDERED 

INSTALLATION NOT A SEPARATE PAY 

STRUCTURAL EXCAVATION FOR PIPE 

2.

1.

4.

3.

33

FLOOD ZONE:

DESIGN.

HGL SHOWN IS FOR 100-YEAR 

OTHERWISE NOTED.

THE CENTERLINE UNLESS 

STATION NUMBERS REFER TO 

SHEET    OF

COUNTY

EL PASO

060924

STATE

TEXAS ELP

DIST.

CONT. SECT. HIGHWAY NO.

6

JOB

CS

FEDERAL AID PROJECT NO.
DIV.NO.

FED.RD.

NO.

SHEET

WIDENING/BUILD
PELLICANO DR.
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PLAN & PROFILE

STORM SEWER

  

aec
   

915.544.5232  |  www.ceagroup.net

4712 Woodrow Bean, Ste. F  El Paso, TX 79924

TEXAS REGISTERED ENGINEERING FIRM F-4564

FLOOD PLAIN.

DETERMINED TO BE OUTSIDE 500-YEAR 

COUNTY, TEXAS. ZONE X AREAS ARE 

FLOOD INSURANCE RATE MAPS, EL PASO 

B, DATED SEPTEMBER 4, 1991, OF THE 

DESIGNATED IN PANEL NO. 480212-0250 

THIS PROJECT LIES WITHIN ZONE "X", AS 

INLET

HIGH POINT

LOW POINT

(RUN NUMBER)

PIPE ID 

JUNCTION BOXMANHOLE

CBI 2020 (432)

07/31/19

98011

A

INS

P
R

O

F
E N
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S

ONA

SED

L ENG

A

S

T
TE OF TEX

E
E

R

S

I

FRANK A. CORRAL

PP

PP

PP

85+0081+00 82+00 83+00 84+00 86+00
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.
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A
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8
6

+
0
0

0

SCALE: V: 1" = 10'

5' 10'

0

SCALE: H: 1" = 50'

25' 50'

18
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A
.
 
8
1

+
0
0

M
A

T
C
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L
I

N
E
 

S
T

A
.
 
8
6

+
0
0

PELLICANO DR.

81+00 82+00 83+00 84+00 85+00 86+00

EXIST. R.O.W.

EXIST. R.O.W.

PROPOSED GROUND

PROPOSED GROUND

EXISTING GROUND

GROUND

EXISTING

HGL

HGL

BB-7       42" RCPBB-5       42" RCP

(5FT) (BOTH)

INLET (COMPL) (PCU)
465 6040 EA 1

(3FT) (BOTH)

INLET (COMPL) (PCU)
465 6032 EA 1

464 6009
(42 IN)

RC PIPE (CL III)
LF 500

(24 IN)

RC PIPE (CL V)
6026464 LF 29

6001402 LF
PROTECTION

TRENCH EXCAV

SYSTEM B STA.81+00-STA.86+00

 

 

2
4
"
 

R
C

P

B
B
-
6

4,005

4,000

3,995

3,990

4,010

4,005

4,000

3,995

3,990

4,010

4,005

4,000

3,995

3,990

4,005

4,000

3,995

3,990

ONCE ABANDONED)

(TO BE REMOVED

WATER LINE

EXISTING 2"

4,0104,010

ONCE ABANDONED)

(TO BE REMOVED

WATER LINE

EXISTING 8" 

BB-05

S: 0.35%

42 Inch Dia. Circular RCP

242.03 LF

BB-07

S: 0.35%

42 Inch Dia. Circular RCP

447.02 LF

I
N

V
.
 
4
0
0
3
.
5
5

BB-06

S: 0.74%

24 Inch Dia. Circular RCP

93.80 LF

I
N

V
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4
0
0
4
.
2
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3
9
9
4
.
3
0

I
N

V
.

 
3
9
9
4
.
2
8

I
N

V
.

TC 4009.75

0+00.00

w/ 2 Ext

Type PCU Curb Inlet 

PCU15-3x5

B-03

TC 4008.63

0+97.80

Inlet w/ 2 Ext

Type PCU Curb 

PCU15-5x5

B-04

TC 4008.63

82+47.50

Type PCU Curb Inlet w/ 2 Ext

PCU15-5x5

B-04

INV. OUT 3994.28

INV. IN 4003.55, 3994.30

TC 4008.63

INLET B-04 TYPE PCU CURB INLET w/2 EXT

STA. 82+47.50, 48.00' RT

INV. OUT 4004.25

TC 4009.75

INLET B-03 TYPE PCU CURB INLET w/2 EXT

STA. 82+55.00, 51.00' LT

(24 IN)

RC PIPE (CL IV)
6018464 LF 70

CONSTRUCTION LICENSE

20' TEMPORARY

6003400 CY

6002400 CYSTRUCT EXCAV (BOX)

STRUCT EXCAV (PIPE)

6001401 CYFLOWABLE BACKFILL

50

CODE DESCRIPTION QTY

SHEET TOTALS

ITEM UNIT

1549

293

599

500

1

237-A2

10/18/19

NO. DESCRIPTIONDATE BY

REVISIONS

CEA1 ADDENDUM NO. 210/18/19
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.

NOTES:

AA-1

RCP

LEGEND:

SCALE: N.T.S.KEY MAP

FIELD VERIFY ACTUAL DEPTHS.

ARE APPROXIMATE. CONTRACTOR SHALL 

EXISTING UTILITY DEPTHS AS SHOW 

SUBSIDIARY TO PIPE INSTALLATION. 

ITEM, BUT SHALL BE CONSIDERED 

INSTALLATION NOT A SEPARATE PAY 

STRUCTURAL EXCAVATION FOR PIPE 

2.

1.

4.

3.

33

FLOOD ZONE:

DESIGN.

HGL SHOWN IS FOR 100-YEAR 

OTHERWISE NOTED.

THE CENTERLINE UNLESS 

STATION NUMBERS REFER TO 

SHEET    OF

COUNTY

EL PASO

060924

STATE

TEXAS ELP

DIST.

CONT. SECT. HIGHWAY NO.

6

JOB

CS

FEDERAL AID PROJECT NO.
DIV.NO.

FED.RD.

NO.

SHEET

WIDENING/BUILD
PELLICANO DR.
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PLAN & PROFILE

STORM SEWER

  

aec
   

915.544.5232  |  www.ceagroup.net

4712 Woodrow Bean, Ste. F  El Paso, TX 79924

TEXAS REGISTERED ENGINEERING FIRM F-4564

FLOOD PLAIN.

DETERMINED TO BE OUTSIDE 500-YEAR 

COUNTY, TEXAS. ZONE X AREAS ARE 

FLOOD INSURANCE RATE MAPS, EL PASO 

B, DATED SEPTEMBER 4, 1991, OF THE 

DESIGNATED IN PANEL NO. 480212-0250 

THIS PROJECT LIES WITHIN ZONE "X", AS 

INLET

HIGH POINT

LOW POINT

(RUN NUMBER)

PIPE ID 

JUNCTION BOXMANHOLE

CBI 2020 (432)

07/31/19

98011

A

INS

P
R

O

F
E N

LICE
S

ONA

SED

L ENG

A

S

T
TE OF TEX

E
E

R

S

I

FRANK A. CORRAL

LP

PP PP

95+0091+00 92+00 93+00 94+00 96+00

20

91+00 92+00

0

SCALE: V: 1" = 10'

5' 10'

0

SCALE: H: 1" = 50'

25' 50'

93+00 94+00 95+00 96+00
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A
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+
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(24 IN)

RC PIPE (CL IV)
6018464 LF 98

(5FT) (BOTH)

INLET (COMPL) (PCU)
465 6040 EA 1

(3FT) (BOTH)

INLET (COMPL) (PCU)
465 6032 EA 1

464 6009
(42 IN)

RC PIPE (CL III)
LF 500

6001402 LF
PROTECTION

TRENCH EXCAV

SYSTEM B STA.91+00-STA.96+00

 

 

M
A

T
C

H
 

L
I

N
E
 

S
T

A
.
 
9
1

+
0
0

PROPOSED GROUND

EXISTING GROUND

HGL

42" RCPBB-09 42" RCPBB-11

2
4
"
 

R
C

P

B
B
-
1
0

HGL EXISTING GROUND

4,010

4,005

4,000

3,995 3,995

4,000

4,005

4,010

4,015

4,010

4,005

4,000

3,995

3,990

4,015

4,010

4,005

4,000

3,995

3,990

ONCE ABANDONED)

(TO BE REMOVED

WATER LINE

EXISTING 8"

ONCE ABANDONED)

(TO BE REMOVED

WATER LINE

EXISTING 2"

BB-10

S: 0.69%

24 Inch Dia. Circular RCP

93.87 LF

I
N

V
.
 
4
0
0
6
.
2
8

I
N

V
.
 
4
0
0
5
.
6
3

BB-09

S: 0.35%

42 Inch Dia. Circular RCP

284.97 LF

BB-11

S: 0.35%

42 Inch Dia. Circular RCP

294.57 LF

TC 4010.67

93+40.45

Type PCU Curb Inlet w/ 2 Ext

PCU15-5x5

B-06

TC 4011.27

0+00.00

Inlet w/ 2 Ext

Type PCU Curb 

PCU15-3x5

B-05

TC 4010.67

0+97.87

Type PCU Curb Inlet w/ 2 Ext

PCU15-5x5

B-06

 
3
9
9
8
.
1
1

I
N

V
.

 
3
9
9
8
.
1
2

I
N

V
.

GROUND

PROPOSED 

INV. OUT 4006.28

TC 4011.27

INLET B-05 TYPE PCU CURB INLET w/2 EXT

STA. 93+32.14, 51.00' LT

INV. OUT 3998.11

INV. IN 4005.63, 3998.12

TC 4010.67

INLET B-06 TYPE PCU CURB INLET w/ 2 EXT

STA. 93+40.45, 48.00' RT

CONSTRUCTION LICENSE

20' TEMPORARY

CONSTRUCTION LICENSE

20' TEMPORARY

6003400 CY

6002400 CYSTRUCT EXCAV (BOX)

STRUCT EXCAV (PIPE)

6001401 CYFLOWABLE BACKFILL

44

CODE DESCRIPTION QTY

SHEET TOTALS

ITEM UNIT

1370

293

1 598

500

239-A2

10/18/19

NO. DESCRIPTIONDATE BY

REVISIONS

CEA1 ADDENDUM NO. 210/18/19
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.

NOTES:

AA-1

RCP

LEGEND:

SCALE: N.T.S.KEY MAP

FIELD VERIFY ACTUAL DEPTHS.

ARE APPROXIMATE. CONTRACTOR SHALL 

EXISTING UTILITY DEPTHS AS SHOW 

SUBSIDIARY TO PIPE INSTALLATION. 

ITEM, BUT SHALL BE CONSIDERED 

INSTALLATION NOT A SEPARATE PAY 

STRUCTURAL EXCAVATION FOR PIPE 

2.

1.

4.

3.

33

FLOOD ZONE:

DESIGN.

HGL SHOWN IS FOR 100-YEAR 

OTHERWISE NOTED.

THE CENTERLINE UNLESS 

STATION NUMBERS REFER TO 

SHEET    OF

COUNTY

EL PASO

060924

STATE

TEXAS ELP

DIST.

CONT. SECT. HIGHWAY NO.

6

JOB

CS

FEDERAL AID PROJECT NO.
DIV.NO.

FED.RD.

NO.

SHEET

WIDENING/BUILD
PELLICANO DR.
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PLAN & PROFILE

STORM SEWER

  

aec
   

915.544.5232  |  www.ceagroup.net

4712 Woodrow Bean, Ste. F  El Paso, TX 79924

TEXAS REGISTERED ENGINEERING FIRM F-4564

FLOOD PLAIN.

DETERMINED TO BE OUTSIDE 500-YEAR 

COUNTY, TEXAS. ZONE X AREAS ARE 

FLOOD INSURANCE RATE MAPS, EL PASO 

B, DATED SEPTEMBER 4, 1991, OF THE 

DESIGNATED IN PANEL NO. 480212-0250 

THIS PROJECT LIES WITHIN ZONE "X", AS 

INLET

HIGH POINT

LOW POINT

(RUN NUMBER)

PIPE ID 

JUNCTION BOXMANHOLE

CBI 2020 (432)

07/31/19

98011

A

INS

P
R

O

F
E N
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S

ONA

SED

L ENG

A

S

T
TE OF TEX

E
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I

FRANK A. CORRAL

110+00106+00 107+00 108+00 109+00 111+00

PELLICANO DR.

EXIST. R.O.W.

EXIST. R.O.W.
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INV. OUT 4004.32

INV. IN 4004.38

RIM 4014.55

B-MH-09 5' DIA. CIRCULAR MANHOLE

STA. 107+65.00, 43.50' RT

0

SCALE: V: 1" = 10'

5' 10'

0

SCALE: H: 1" = 50'

25' 50'

6003465
(60 IN)

MANH (COMPL) (PRM)
EA 1

LF6008464
(36 IN)

RC PIPE (CL III)
500

6001402 LF
PROTECTION

TRENCH EXCAV

500

23

SYSTEM B STA.106+00-STA.111+00

 

 

107+00 108+00 109+00 110+00106+00 111+00

4,015

4,010

4,005

4,000

3,995

4,015

4,010

4,005
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3,995

BB-16

S: 0.47%

36 Inch Dia. Circular RCP

350.00 LF

I
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V
.
 
4
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4
.
3
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I
N

V
.
 
4
0
0
4
.
3
8

BB-17

S: 0.47%

36 Inch Dia. Circular RCP

373.86 LF

RIM 4014.55

107+65.00

5' Dia. Circular Manhole

MH5D

B-MH-09

CONSTRUCTION LICENSE

20' TEMPORARY

6003400 CY

6002400 CYSTRUCT EXCAV (BOX)

STRUCT EXCAV (PIPE)

6001401 CYFLOWABLE BACKFILL

26

CODE DESCRIPTION QTY

SHEET TOTALS

ITEM UNIT

222

834

PROPOSED GROUND

EXISTING GROUND

HGL

1
384

242-A2

10/18/19

NO. DESCRIPTIONDATE BY

REVISIONS

CEA1 ADDENDUM NO. 210/18/19



PELLICANO DR.
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NOTES:

AA-1

RCP

LEGEND:

SCALE: N.T.S.KEY MAP

FIELD VERIFY ACTUAL DEPTHS.

ARE APPROXIMATE. CONTRACTOR SHALL 

EXISTING UTILITY DEPTHS AS SHOW 

SUBSIDIARY TO PIPE INSTALLATION. 

ITEM, BUT SHALL BE CONSIDERED 

INSTALLATION NOT A SEPARATE PAY 

STRUCTURAL EXCAVATION FOR PIPE 

2.

1.

4.

3.

33

FLOOD ZONE:

DESIGN.

HGL SHOWN IS FOR 100-YEAR 

OTHERWISE NOTED.

THE CENTERLINE UNLESS 

STATION NUMBERS REFER TO 

SHEET    OF

COUNTY

EL PASO

060924

STATE

TEXAS ELP

DIST.

CONT. SECT. HIGHWAY NO.

6

JOB

CS

FEDERAL AID PROJECT NO.
DIV.NO.

FED.RD.

NO.

SHEET

WIDENING/BUILD
PELLICANO DR.
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PLAN & PROFILE

STORM SEWER

  

aec
   

915.544.5232  |  www.ceagroup.net

4712 Woodrow Bean, Ste. F  El Paso, TX 79924

TEXAS REGISTERED ENGINEERING FIRM F-4564

FLOOD PLAIN.

DETERMINED TO BE OUTSIDE 500-YEAR 

COUNTY, TEXAS. ZONE X AREAS ARE 

FLOOD INSURANCE RATE MAPS, EL PASO 

B, DATED SEPTEMBER 4, 1991, OF THE 

DESIGNATED IN PANEL NO. 480212-0250 

THIS PROJECT LIES WITHIN ZONE "X", AS 

INLET

HIGH POINT

LOW POINT

(RUN NUMBER)

PIPE ID 

JUNCTION BOXMANHOLE

CBI 2020 (432)

07/31/19

98011

A

INS

P
R

O

F
E N

LICE
S

ONA

SED

L ENG

A

S

T
TE OF TEX

E
E

R

S

I

FRANK A. CORRAL

J

115+00111+00 112+00 113+00 114+00 116+00

112+00 113+00 114+00 115+00

24

PELLICANO DR.

EXIST. R.O.W.

EXIST. R.O.W.

0

SCALE: V: 1" = 10'

5' 10'

0

SCALE: H: 1" = 50'

25' 50'

PROPOSED GROUND

PROPOSED GROUND

EXISTING GROUND

30" RCPBB-19

1
8
"
 

R
C

P
B

B
-
1
8

30" RCPBB-20

36" RCP

BB-17

LF6008464
(36 IN)

RC PIPE (CL III)
44

(5FT) (BOTH)

INLET (COMPL) (PCU)
465 6040 EA 1

6003465
(60 IN)

MANH (COMPL) (PRM)
EA 1

(3FT) (BOTH)

INLET (COMPL) (PCU)
465 6032 EA 1

LF6007464
(30 IN)

RC PIPE (CL III)
333

(30 IN)

RC PIPE (CL IV)
464 6019 LF 123

HGL

HGL
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4,015
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4,000

4,015
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4,000
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4,005

4,000

SYSTEM B STA.111+00-STA.116+00

 

 

I
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V
.
 
4
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8
.
8
5

BB-18

S: 0.69%

18 Inch Dia. Circular RCP

93.52 LF

I
N

V
.
 
4
0
0
8
.
2
1

BB-20

S: 0.50%

30 Inch Dia. Circular RCP

295.02 LF

I
N

V
.
 
4
0
0
9
.
3
1

I
N

V
.
 
4
0
0
7
.
9
2

BB-19

S: 0.50%

30 Inch Dia. Circular RCP

251.17 LF

I
N

V
.
 
4
0
0
6
.
6
7

I
N

V
.
 
4
0
0
6
.
1
4

BB-17

S: 0.47%

Circular RCP

36 Inch Dia. 

373.86 LF

TC 4013.85

0+00.00

Inlet w/ 2 Ext

Type PCU Curb 

PCU15-3x5

B-09

TC 4013.20

0+97.52

Inlet w/ 2 Ext

Type PCU Curb 

PCU15-5x5

B-10

TC 4013.20

111+43.85

Type PCU Curb Inlet w/ 2 Ext

PCU15-5x5

B-10

RIM 4014.49

114+00.00

5' Dia. Circular Manhole

MH5D

B-MH-10

4,0154,015

INV. OUT 4008.85

TC 4013.85

INLET B-09 TYPE PCU CURB INLET w/2 EXT

STA. 111+41.85, 51.00' LT

INV. OUT 4006.14

INV. IN 4008.21, 4006.67

TC 4013.20

INLET B-10 TYPE PCU CURB INLET w/2 EXT

STA. 111+43.85, 48.00' RT

 ONCE ABANDONED)

 LINE (TO BE REMOVED

EXISTING 8" WATER

GAS LINE

EXISTING 4"

INV. OUT 4007.92

INV. IN 4009.31

RIM 4014.49

B-MH-10 5' DIA. CIRCULAR MANHOLE

STA. 114+00.00, 43.50' RT

4,020 4,020

LF6003464
(18 IN)

RC PIPE (CL III)
98

CONSTRUCTION LICENSE

20' TEMPORARY

6003400 CY

6002400 CYSTRUCT EXCAV (BOX)

STRUCT EXCAV (PIPE)

6001401 CYFLOWABLE BACKFILL

49

CODE DESCRIPTION QTY

SHEET TOTALS

ITEM UNIT

488

196

EXISTING GROUND

402 6001
PROTECTION

TRENCH EXCAV
LF1 598

0

243-A2

10/18/19

NO. DESCRIPTIONDATE BY

REVISIONS

CEA1 ADDENDUM NO. 210/18/19



PELLICANO DR.

PELLICANO DR.

M
A

T
C

H
 

L
I

N
E

M
A

T
C

H
 

L
I

N
E

F
I

R
E
 

B
L

V
D
.

S
U

N

A
I

R
C

O
U

P
E
 

D
R
.

R
I

D
G

E
 

B
L

V
D
.

M
I

S
S
I

O
N

(
B

E
R

R
Y

V
I

L
L

E
 

S
T
.
)

D
A

R
R
I

N
G

T
O

N
 

R
D
.

(
S

L
 
3
7
5
)

J
O

E
 

B
A

T
T

L
E
 

B
L

V
D
.

NOTES:

AA-1

RCP

LEGEND:

SCALE: N.T.S.KEY MAP

FIELD VERIFY ACTUAL DEPTHS.

ARE APPROXIMATE. CONTRACTOR SHALL 

EXISTING UTILITY DEPTHS AS SHOW 

SUBSIDIARY TO PIPE INSTALLATION. 

ITEM, BUT SHALL BE CONSIDERED 

INSTALLATION NOT A SEPARATE PAY 

STRUCTURAL EXCAVATION FOR PIPE 

2.

1.

4.

3.

33

FLOOD ZONE:

DESIGN.

HGL SHOWN IS FOR 100-YEAR 

OTHERWISE NOTED.

THE CENTERLINE UNLESS 

STATION NUMBERS REFER TO 

SHEET    OF

COUNTY

EL PASO

060924

STATE

TEXAS ELP

DIST.

CONT. SECT. HIGHWAY NO.

6

JOB

CS

FEDERAL AID PROJECT NO.
DIV.NO.

FED.RD.

NO.

SHEET

WIDENING/BUILD
PELLICANO DR.
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PLAN & PROFILE

STORM SEWER

  

aec
   

915.544.5232  |  www.ceagroup.net

4712 Woodrow Bean, Ste. F  El Paso, TX 79924

TEXAS REGISTERED ENGINEERING FIRM F-4564

FLOOD PLAIN.

DETERMINED TO BE OUTSIDE 500-YEAR 

COUNTY, TEXAS. ZONE X AREAS ARE 

FLOOD INSURANCE RATE MAPS, EL PASO 

B, DATED SEPTEMBER 4, 1991, OF THE 

DESIGNATED IN PANEL NO. 480212-0250 

THIS PROJECT LIES WITHIN ZONE "X", AS 

INLET

HIGH POINT

LOW POINT

(RUN NUMBER)

PIPE ID 

JUNCTION BOXMANHOLE

CBI 2020 (432)

07/31/19

98011

A

INS

P
R

O

F
E N
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S

ONA

SED

L ENG

A

S

T
TE OF TEX

E
E

R

S

I

FRANK A. CORRAL

116+00 117+00 118+00 119+00

25

PELLICANO DR.

117+00

EXIST. R.O.W.

EXIST. R.O.W.

0

SCALE: V: 1" = 10'

5' 10'

0

SCALE: H: 1" = 50'

25' 50'

BB-20

S: 0.50%

30 Inch Dia. Circular RCP

295.02 LF

I
N

V
.
 
4
0
1
2
.
3
3

30" RCPBB-20

2
4
"
 

R
C

P
B

B
-
2
1

GROUND

PROPOSED

HGL

(24 IN)

RC PIPE (CL IV)
6018464 LF 97

(5FT) (BOTH)

INLET (COMPL) (PCU)
465 6040 EA 1

(3FT) (BOTH)

INLET (COMPL) (PCU)
465 6032 EA 1
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+
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+
0
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GAS LINE

EXISTING 4"

4,020

4,015

4,010

4,020

4,015

4,010

SYSTEM B STA.116+00-STA.119+00

 

 
EXISTING GROUND

 
4
0
1
0
.
7
8

I
N

V
.

 
4
0
1
3
.
2
1

I
N

V
.

4,020

4,015

4,010

4,020

4,015

4,010

116+00

GROUND

PROPOSED

REMOVED ONCE ABANDONED)

EXISTING 8" WATER LINE (TO BE 

TC 4018.22

0+97.50

Inlet w/ 2 Ext

Type PCU Curb 

PCU15-3x5

B-11

TC 4017.30

0+00.00

Inlet w/ 2 Ext

Type PCU Curb 

PCU15-5x5

B-12

TC 4017.30

117+00.00

Inlet w/ 2 Ext

Type PCU Curb 

PCU15-5x5

B-12

INV. OUT 4013.21

TC 4018.22

INLET B-11 TYPE PCU CURB INLET w/2 EXT

STA. 117+00.00, 51.00' LT

INV. OUT 4010.78

INV. IN 4012.33

TC 4017.30

INLET B-12 TYPE PCU CURB INLET w/2 EXT

STA. 117+00.00, 48.00' RT

118+00 119+00

LF6007464
(30 IN)

RC PIPE (CL III)
103

CONSTRUCTION LICENSE

20' TEMPORARY

6003400 CY

6002400 CYSTRUCT EXCAV (BOX)

STRUCT EXCAV (PIPE)

6001401 CYFLOWABLE BACKFILL 63

CODE DESCRIPTION QTY

SHEET TOTALS

ITEM UNIT

30

144

HGL

EXISTING GROUND

BB-21

S: 0.95%

Circular RCP

24 Inch Dia. 

93.50 LF

402 6001
PROTECTION

TRENCH EXCAV
LF1 144

0

244-A2

10/18/19

NO. DESCRIPTIONDATE BY

REVISIONS

CEA1 ADDENDUM NO. 210/18/19
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NOTES:

AA-1

RCP

LEGEND:

SCALE: N.T.S.KEY MAP

FIELD VERIFY ACTUAL DEPTHS.

ARE APPROXIMATE. CONTRACTOR SHALL 

EXISTING UTILITY DEPTHS AS SHOW 

SUBSIDIARY TO PIPE INSTALLATION. 

ITEM, BUT SHALL BE CONSIDERED 

INSTALLATION NOT A SEPARATE PAY 

STRUCTURAL EXCAVATION FOR PIPE 

2.

1.

4.

3.

33

FLOOD ZONE:

DESIGN.

HGL SHOWN IS FOR 100-YEAR 

OTHERWISE NOTED.

THE CENTERLINE UNLESS 

STATION NUMBERS REFER TO 

SHEET    OF

COUNTY

EL PASO

060924

STATE

TEXAS ELP

DIST.

CONT. SECT. HIGHWAY NO.

6

JOB

CS

FEDERAL AID PROJECT NO.
DIV.NO.

FED.RD.

NO.

SHEET

WIDENING/BUILD
PELLICANO DR.
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PLAN & PROFILE

STORM SEWER

  

aec
   

915.544.5232  |  www.ceagroup.net

4712 Woodrow Bean, Ste. F  El Paso, TX 79924

TEXAS REGISTERED ENGINEERING FIRM F-4564

FLOOD PLAIN.

DETERMINED TO BE OUTSIDE 500-YEAR 

COUNTY, TEXAS. ZONE X AREAS ARE 

FLOOD INSURANCE RATE MAPS, EL PASO 

B, DATED SEPTEMBER 4, 1991, OF THE 

DESIGNATED IN PANEL NO. 480212-0250 

THIS PROJECT LIES WITHIN ZONE "X", AS 

INLET

HIGH POINT

LOW POINT

(RUN NUMBER)

PIPE ID 

JUNCTION BOXMANHOLE

CBI 2020 (432)

07/31/19

98011

A

INS

P
R

O

F
E N
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FRANK A. CORRAL
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31

134+00 135+00 136+00 137+00 138+00 139+00

PELLICANO DR.

EXIST. R.O.W.

EXIST. R.O.W.

36" RCPCC-5

C
C
-
6

1
8
"
 

R
C

P

0

SCALE: V: 1" = 10'

5' 10'

0

SCALE: H: 1" = 50'

25' 50'

HGL

EXISTING GROUND

HGL

GROUND

EXISTING

GROUND

PROPOSED

36" RCPCC-7

6001402 LF
PROTECTION

TRENCH EXCAV

LF6003464
(18 IN)

RC PIPE (CL III)
97

LF6007464
(30 IN)

RC PIPE (CL III)
80

LF6008464
(36 IN)

RC PIPE (CL III)
420

(5FT) (BOTH)

INLET (COMPL) (PCU)
465 6040 EA 1

6003465
(60 IN)

MANH (COMPL) (PRM)
EA 1

(3FT) (BOTH)

INLET (COMPL) (PCU)
465 6032 EA 1

PROPOSED GROUND

30" RCPCC-8

4,025

4,020

4,015

4,010

4,025

4,020

4,015

4,010

4,030

4,025

4,020

4,015

4,030

4,025

4,020

4,015

4,0104,010

ONCE ABANDONED)

(TO BE REMOVED

WATER LINE

EXISTING 8"

SYSTEM C STA.134+00-STA.139+00
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V
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1
8
.
2
7

CC-06

S: 0.50%

18 Inch Dia. Circular RCP

93.54 LF

I
N

V
.
 
4
0
1
7
.
8
0

CC-05

S: 0.40%

36 Inch Dia. Circular RCP

355.01 LF

CC-07

S: 0.40%

36 Inch Dia. Circular RCP

180.02 LF

I
N

V
.
 
4
0
1
5
.
3
9

I
N

V
.
 
4
0
1
4
.
8
7

CC-08

S: 0.40%

Circular RCP

30 Inch Dia. 

373.86 LF

TC 4023.40

0+00.00

Inlet w/ 2 Ext

Type PCU Curb 

PCU15-3x5

C-02

TC 4023.23

0+97.54

Inlet w/ 2 Ext

Type PCU Curb 

PCU15-5x5

C-03

INV. OUT 4014.13

INV. IN 4017.80, 4014.15

TC 4023.23

INLET C-03 TYPE PCU CURB INLET w/2 EXT

STA. 136+35.00, 48.00' RT

INV. OUT 4014.87

INV. IN 4015.39

RIM 4023.59

C-MH-04 5' DIA. CIRCULAR MANHOLE

STA. 138+20.00, 44.00' RT

INV. OUT 4018.27

TC 4023.40

INLET C-02 TYPE PCU CURB INLET w/2 EXT

STA. 136+32.14, 51.00' LT

I
N

V
.
 
4
0
1
4
.
1
5

I
N

V
.
 
4
0
1
4
.
1
3

TC 4023.23

136+35.00

Type PCU Curb Inlet w/ 2 Ext

PCU15-5x5

C-03

RIM 4023.59

138+20.00

5' Dia. Circular Manhole

MH5D

C-MH-04

CONSTRUCTION LICENSE

20' TEMPORARY
6003400 CY

6002400 CYSTRUCT EXCAV (BOX)

STRUCT EXCAV (PIPE)

6001401 CYFLOWABLE BACKFILL

59

CODE DESCRIPTION QTY

SHEET TOTALS

ITEM UNIT

850

232

1 597

500

250-A2

10/18/19

NO. DESCRIPTIONDATE BY

REVISIONS

CEA1 ADDENDUM NO. 210/18/19
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NOTES:

AA-1

RCP

LEGEND:

SCALE: N.T.S.KEY MAP

FIELD VERIFY ACTUAL DEPTHS.

ARE APPROXIMATE. CONTRACTOR SHALL 

EXISTING UTILITY DEPTHS AS SHOW 

SUBSIDIARY TO PIPE INSTALLATION. 

ITEM, BUT SHALL BE CONSIDERED 

INSTALLATION NOT A SEPARATE PAY 

STRUCTURAL EXCAVATION FOR PIPE 

2.

1.

4.

3.

33

FLOOD ZONE:

DESIGN.

HGL SHOWN IS FOR 100-YEAR 

OTHERWISE NOTED.

THE CENTERLINE UNLESS 

STATION NUMBERS REFER TO 

SHEET    OF

COUNTY

EL PASO

060924

STATE

TEXAS ELP

DIST.

CONT. SECT. HIGHWAY NO.

6

JOB

CS

FEDERAL AID PROJECT NO.
DIV.NO.

FED.RD.

NO.

SHEET

WIDENING/BUILD
PELLICANO DR.
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PLAN & PROFILE

STORM SEWER

  

aec
   

915.544.5232  |  www.ceagroup.net

4712 Woodrow Bean, Ste. F  El Paso, TX 79924

TEXAS REGISTERED ENGINEERING FIRM F-4564

FLOOD PLAIN.

DETERMINED TO BE OUTSIDE 500-YEAR 

COUNTY, TEXAS. ZONE X AREAS ARE 

FLOOD INSURANCE RATE MAPS, EL PASO 

B, DATED SEPTEMBER 4, 1991, OF THE 

DESIGNATED IN PANEL NO. 480212-0250 

THIS PROJECT LIES WITHIN ZONE "X", AS 

INLET

HIGH POINT

LOW POINT

(RUN NUMBER)

PIPE ID 

JUNCTION BOXMANHOLE

CBI 2020 (432)

07/31/19

98011

A
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E N
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S
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L ENG
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FRANK A. CORRAL
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32

EXIST. R.O.W.

EXIST. R.O.W.

30" RCPCC-8 24" RCPCC-10

1
8
"
 

R
C

P

0

SCALE: V: 1" = 10'

5' 10'

0

SCALE: H: 1" = 50'

25' 50'

PROPOSED GROUND

HGL

HGL

GROUND

PROPOSED

GROUND

EXISTING
C

C
-
0
9

(18 IN)

RC PIPE (CL IV)
6017464 LF 99

(5FT) (BOTH)

INLET (COMPL) (PCU)
465 6040 EA 1

(3FT) (BOTH)

INLET (COMPL) (PCU)
465 6032 EA 1

6005464
(24 IN)

RC PIPE (CL III)
LF 201

LF6007464
(30 IN)

RC PIPE (CL III)
299

6001402 LF
PROTECTION

TRENCH EXCAV

GROUND

EXISTING 

4,025

4,020

4,015

4,010

4,030

4,025

4,020

4,015

4,030

4,025

4,020

4,015

4,025

4,020

4,015

4,010

ONCE ABANDONED)

(TO BE REMOVED

WATER LINE

EXISTING 8"

SYSTEM C STA.139+00-STA.144+00

 

 

CC-08

S: 0.40%

30 Inch Dia. Circular RCP

373.86 LF

I
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V
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V
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CC-10

S: 0.40%

24 Inch Dia. Circular RCP

211.67 LF
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V
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4
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2
0
.
2
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CC-09

S: 0.50%

18 Inch Dia. Circular RCP

94.88 LF

I
N

V
.
 
4
0
1
9
.
7
3

TC 4024.72

0+00.00

Inlet w/ 2 Ext

Type PCU Curb 

PCU15-3x5

C-04

TC 4024.40

0+98.88

Inlet w/ 2 Ext

Type PCU Curb 

PCU15-5x5

C-05

INV. OUT 4020.21

TC 4024.72

INLET C-04 TYPE PCU CURB INLET w/2 EXT

STA. 142+15.00, 51.00' LT

TC 4024.40

141+98.85

Type PCU Curb Inlet w/ 2 Ext

PCU15-5x5

C-05

INV. OUT 4016.88

INV. IN 4019.73, 4017.40

TC 4024.40

INLET C-05 TYPE PCU CURB INLET w/2 EXT

STA. 141+98.85, 48.00'RT

CONSTRUCTION LICENSE

20' TEMPORARY
6003400 CY

6002400 CYSTRUCT EXCAV (BOX)

STRUCT EXCAV (PIPE)

6001401 CYFLOWABLE BACKFILL

31

CODE DESCRIPTION QTY

SHEET TOTALS

ITEM UNIT

188

599

1 599

238

251-A2

10/18/19

NO. DESCRIPTIONDATE BY

REVISIONS

CEA1 ADDENDUM NO. 210/18/19
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NOTES:

AA-1

RCP

LEGEND:

SCALE: N.T.S.KEY MAP

FIELD VERIFY ACTUAL DEPTHS.

ARE APPROXIMATE. CONTRACTOR SHALL 

EXISTING UTILITY DEPTHS AS SHOW 

SUBSIDIARY TO PIPE INSTALLATION. 

ITEM, BUT SHALL BE CONSIDERED 

INSTALLATION NOT A SEPARATE PAY 

STRUCTURAL EXCAVATION FOR PIPE 

2.

1.

4.

3.

33

FLOOD ZONE:

DESIGN.

HGL SHOWN IS FOR 100-YEAR 

OTHERWISE NOTED.

THE CENTERLINE UNLESS 

STATION NUMBERS REFER TO 

SHEET    OF

COUNTY

EL PASO

060924

STATE

TEXAS ELP

DIST.

CONT. SECT. HIGHWAY NO.

6

JOB

CS

FEDERAL AID PROJECT NO.
DIV.NO.

FED.RD.

NO.

SHEET

WIDENING/BUILD
PELLICANO DR.

534

 

PLAN & PROFILE

STORM SEWER
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915.544.5232  |  www.ceagroup.net

4712 Woodrow Bean, Ste. F  El Paso, TX 79924

TEXAS REGISTERED ENGINEERING FIRM F-4564

FLOOD PLAIN.

DETERMINED TO BE OUTSIDE 500-YEAR 

COUNTY, TEXAS. ZONE X AREAS ARE 

FLOOD INSURANCE RATE MAPS, EL PASO 

B, DATED SEPTEMBER 4, 1991, OF THE 

DESIGNATED IN PANEL NO. 480212-0250 

THIS PROJECT LIES WITHIN ZONE "X", AS 

INLET

HIGH POINT

LOW POINT

(RUN NUMBER)

PIPE ID 

JUNCTION BOXMANHOLE

CBI 2020 (432)

07/31/19

98011
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EXIST. R.O.W.

24" RCPCC-11 24" RCPCC-12
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SCALE: V: 1" = 10'

5' 10'

0

SCALE: H: 1" = 50'

25' 50'

33

HGL

PROPOSED GROUND

24" RCP

CC-10

(18 IN)

RC PIPE (CL IV)
6017464 LF 98

(5FT) (BOTH)

INLET (COMPL) (PCU)
465 6040 EA 1

6002465
(48 IN)

MANH (COMPL) (PRM)
EA 2

6005464
(24 IN)

RC PIPE (CL III)
LF 474

GROUND

EXISTING 

(3FT) (BOTH)

INLET (COMPL) (PCU)
465 6032 EA 1

6001402 LF
PROTECTION

TRENCH EXCAV
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T
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A
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0
04,030
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SYSTEM C STA.144+00-STA.149+00
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CC-11

S: 0.45%

24 Inch Dia. Circular RCP
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CC-12

S: 0.40%

24 Inch Dia. Circular RCP

241.35 LF

CC-10

S: 0.40%

Circular RCP

24 Inch Dia. 

211.67 LF

TC 4025.19

0+00.00

Inlet w/ 2 Ext

Type PCU Curb 

PCU15-3x5

C-06

TC 4025.41

0+98.53

Inlet w/ 2 Ext

Type PCU Curb 

PCU15-5x5

C-07

 
4
0
2
0
.
4
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I
N

V
.

GROUND

EXISTING 

GROUND

PROPOSED 

TC 4025.41

148+70.83

Type PCU Curb Inlet w/ 2 Ext

PCU15-5x5

C-07

RIM 4025.36

144+15.00

Manhole

4' Dia. Circular 

MH4D

C-MH-05

INV. OUT 4019.19

INV. IN 4019.21

RIM 4026.38

C-MH-06 4' DIA. CIRCULAR MANHOLE

STA. 146+25.00, 44.00' RT

RIM 4026.38

146+25.00

4' Dia. Circular Manhole

MH4D

C-MH-06

 
4
0
2
0
.
9
3

I
N

V
.

 ABANDONED)

 (TO BE REMOVED ONCE

EXISTING 8" WATER LINE

4,030

4,025

4,020

I
N

V
.
 
4
0
2
0
.
1
8

144+00

INV. OUT 4018.25

INV. IN 4018.27

RIM 4025.36

C-MH-05 4' DIA. CIRCULAR MANHOLE

STA. 144+15.00, 44.00' RT

HGL

4,030

4,025

4,020

4,015

INV. OUT 4020.93

TC 4025.19

INLET C-06 TYPE PCU CURB INLET w/2 EXT

STA. 148+56.90, 51.00' LT

CONSTRUCTION LICENSE

20' TEMPORARY

INV. OUT 4020.18

INV. IN 4020.42

TC 4025.41

w/2 EXT

INLET C-07 TYPE PCU CURB INLET 

STA. 148+70.83, 48.00' RT

6003400 CY

6002400 CYSTRUCT EXCAV (BOX)

STRUCT EXCAV (PIPE)

6001401 CYFLOWABLE BACKFILL

CODE DESCRIPTION QTY

SHEET TOTALS

ITEM UNIT

450

155

53

CC-13

S: 0.53%

18 Inch Dia. Circular RCP

94.53 LF

1 572

225

252-A2

10/18/19

NO. DESCRIPTIONDATE BY

REVISIONS

CEA1 ADDENDUM NO. 210/18/19
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